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Abstract

California currently has several legislative iritias that promote increased alternative fuels use
to reduce oil dependency, greenhouse gases, anghodution. CARB is conducting a
comprehensive study to evaluate the impacts ofiésedl use on vehicle durability and engine
performance. This study included the impacts ofli@sel, biodiesel blend level, and feedstocks
on engine durability, fuel systems, material conigétl, exhaust and aftertreatment systems,
cold weather problems, and storage and handling. Gibdiesel fleet durability study consisted
of a thorough literature review and a comprehensirgey of biodiesel fleet users.

The use of biodiesel has increased considerablyeirunited States and in Europe over the past
decade. Biodiesel is also extensively used througkwrope, where governmental initiatives
have promoted the use of up to B5 in the markegpl@bis program has been largely successful
in terms of impacts to the vehicle fleet, and iatks that biodiesel can be implemented
successfully into the larger marketplace. In thetéthStates, biodiesel has been promoted in a
number of states that either have active manddesésota and Washington), have special tax
incentives (lllinois), or are in the process oftmg mandates in place. A total of 40 fleets using
biodiesel were surveyed for this project. Thesdunhed fleets throughout the US, such as
national park sites, transit agencies, county andhiapal fleets, school districts, private
companies, and others. B20 was the predominanufesl by the fleets that were surveyed.

Characterizing the impacts of biodiesel on the lilitgp of the engine, fuel system, and
associated components was one of the most impogtantents of this study. There are some
important differences in the properties of biodiesampared with diesel fuel. It is also worth
noting that while B5 is acceptable by all enginenafacturers from a warranty standpoint, the
use of biodiesel at blend levels higher than B5edep on the specific engine manufacturer and
engine being used. Biodiesel provides improvediditgrcompared to petroleum diesel but also
higher viscosity that can impact injection quatyd fuel atomization. Laboratory or bench-scale
tests have shown that biodiesel meeting specifinatis generally acceptable from a durability
standpoint, although there were a number of faslume tests where oxidized or otherwise off-
spec biodiesel was used. Most surveyed users foonadverse effects of biodiesel on engine
wear, exhaust system and aftertreatment devicese Steets experienced less engine wear,
which may be due to biodiesel’'s enhanced lubriditpre than 50% of the biodiesel fleet users
surveyed reported biodiesel did not have a negatingact on the durability of fuel pumps and
injectors, however, six users recorded more fregjfutesh pump and injector failures attributed to
biodiesel use. Biodiesel has a greater tendenstatoon the cylinder walls and bypass the rings
into the crankcase, causing oil dilution, but mostthe surveyed fleets did not observe this
problem or change their oil change interval to anecmdate the biodiesel.

Biodiesel exposure can cause degradation, softeningeeping through some hoses, gaskets,
seals, elastomers, glues, and plastics. Nitrildeulrompounds, polypropylene, polyvinyl, and
Tygon are particularly vulnerable to B100. Biodiesmn cause degradation of system
components made of nitrile rubber compounds, TefRiton, fluorinated Plastics, and Nylon.
Studies by the National Renewable Energy Laborasuggest that material compatibility
problems have been minimal over the last 10 yeasan for elastomers made of materials that
are not compatible with higher biodiesel blends.rdthan 50% of the biodiesel fleet users
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responded to the survey question relating to atastseal problems, with nearly all responders
indicating they observed no elastomer seal problientse engines and fuel systems. Only one
incidence of engine elastomer seal failure wasntedan associated with B100 use.

The impact on vehicle performance is another ingrdrtelement of in-use operation with
biodiesel. Biodiesel does have a lower energy cuarttean regular No. 2 diesel, although this
difference is relatively small at B20 or lower bietevels. About seventy five percent of the
biodiesel users surveyed reported no noticeablmemqpwer difference while running biodiesel.
Four fleet users reported less power on biodies@lpared to conventional diesel, while another
four users reported more power. Biodiesel use didmot appear to have a noticeable impact on
fuel economy. Twenty-seven biodiesel fleet usepmed no change in fuel economy when
using biodiesel fuel. A smaller subset of four ésel users found that fleet fuel mileage was
reduced as much as 1.5 mile/gallon with B20 usedlewtiwo agencies reported fuel economy
increased by 0.2 and 0.6 mile/gallon, respectivielghould be noted that these comparisons are
more qualitative, as they are not necessarily baseslystematic studies and the results were not
analyzed statistically.

Biodiesel also has solvent properties that wilkdige the deposits accumulated in vehicles and
storage tanks previously used with diesel. Ovelrdfahe surveyed fleets reported some level of
filter plugging. Filter plugging appeared to be thpsat levels of B20 or higher, and most of the
agencies reporting fuel filter plugging indicatéehitt the problems were encountered only during
the initial period when biodiesel fuel was introddcto tanks previously storing diesel fuel.
Persistent filter plugging was reported by fourrages, however.

Fuel quality is an important issue with the usebmidiesel. Fuel quality surveys have shown
issues with biodiesel fuel quality in the recenstp&uel quality appears to be improving in the
more recent surveys, although there still appealsetissues with biodiesel produced by smaller
production volume facilities. Fuel quality issuesreralso seen with the initial implementation of
the biodiesel program in Minnesota. Biodiesel fleetperience from the surveyed users
suggested all biodiesel users should use B100 &0doBlower blends that meet ASTM D6751

and ASTM D7461 specifications, respectively. Sonadiesel users strongly recommended
procuring biodiesel form BQ-9000 certified produgeeand distributors to ensure successful
implementation of biodiesel program. It is suggéstieat the appropriate California agency

should evaluate the possibility of developing fgehlity monitoring and enforcement programs
for biodiesel that are comparable to those usedtftgr motor vehicle fuels.

Biodiesel has a higher cloud point and pour poamhpared to petroleum diesel, which can lead
to operational issues in cold climates, such asrfpplugging. Biodiesel blend fuels have been
operated year round in many of the states by dpiredocold weather management plans. Fuel
gelling and filter plugging in cold winters weresasved by some biodiesel users, so winter flow
additives are recommended for blending into bicaligsel under cold conditions. Nine surveyed
biodiesel fleet users observed fuel gelling anterilplugging in cold winter conditions and
Glacier National Park indicated they only operdteliesel in the summer. NREL suggests users
specify to the blend supplier that the fuel remainstal free at temperatures down to -14°F for
regions that experience more severe winter seasons.
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Executive Summary

California is making a concerted effort to increfise use of alternative fuels in transportation
and other areas, along with other states and fedexeernment. In California, the legislature
passed AB1007 that requires the California Air Reses Board (CARB) and California Energy
Commission (CEC) to develop a plan to increaseratere fuels use in California to reduce oil
dependency and air pollution. The California Gowerrhas also established aggressive
greenhouse emission reduction targets for which BARs identified potential strategies such as
biodiesel. Biodiesel is an alternative diesel fingt has the potential to reduce greenhouse gas
emissions, other pollutants, and can partiallyedftsur use of petroleum-based fuels. In order to
support the Low Carbon Fuels Standard (LCFS), CAR&nducting a comprehensive program
to evaluate the potential impacts of biodiesel Bnpéntation on engine/vehicle durability and
emissions. As part of this evaluation process odibsel fleet durability study was conducted to
understand the impacts of biodiesel on engine ditgabfuel system durability, material
compatibility, and the life of exhaust and aftestraent systems. Cold weather problems, storage
and handling, blend level, feedstocks, as welliadiésel fuel cost, are also incorporated in this
study.

This biodiesel fleet durability study was performedhe following major areas: (1) A thorough
literature review of potential durability issuesasiated with biodiesel use. The literature review
also included cold weather issues, fuel stabifitgrage and handling, and engine manufacturer’s
warranty. (2) A literature review of biodiesel ftease experiences. (3) A comprehensive
biodiesel fleet user experience survey. The sufeeysed on the biodiesel fleet repair and
maintenance records. Other biodiesel use expesersteh as year round operability, storage
and handling, fuel feedstocks, blend level, fuat@rfleet engine performance and fuel economy
etc., were also included in the survey. A totall6fagencies responded to the survey, including
national park sites, airports, county and municifh@ts, school districts, private companies,
state Department of Transportation agencies, varoiy transit agencies, as well as a few other
users of biodiesel, such as the US Postal Service.

A summary of the conclusions of this study for pinenary topic areas is provided as follows:
Biodiesel Production and Use

The use of biodiesel has increased consideralilyaunited States from a production level of 2
million gallons per year in 2000 to 700 million als per year in 2008. Biodiesel is also
extensively used throughout Europe, where govertehentiatives have promoted the use of up
to B5 in the marketplace. This program has beegelgrsuccessful in terms of impacts to the
vehicle fleet, and indicates that biodiesel canim@lemented successfully into the larger
marketplace. It is suggested that the fuel spedibos and monitoring and enforcement
programs in Europe be used as a guide for the mmgaation of biofuels in California. Several
states have either implemented or are in the psooEsmplementing programs to increase the
use of biodiesel and other biofuels. These prograhwmild be monitored as they are being
implemented, especially as higher levels of bicglibecome required. It is important to note that
issues with fuel quality were identified during thatial implementation of the biodiesel
program in Minnesota, reinforcing the importantadnitoring and enforcement programs.
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In our survey, some national parks and cities Haaen using biodiesel blends dating back to
1995. The amount of biodiesel fuel used by theesyed fleet users varied significantly, ranging
from 80 to 220,000 gallons/week. The most commaualibsel blend fuel used by the surveyed
fleets is B20. The biodiesel fuel blend level varggnificantly among the biodiesel fleet users,
ranging from B5 to B100. Soy methyl ester is thgaméeedstock for biodiesel fuel. Biodiesel
fuels made from other feedstocks, such as rapeyinester, yellow grease and tallow, are also
used by some users.

Fuel Quality and Warranty | ssues

ASTM fuel quality standards are in place for theliidn of up to 5% biodiesel in traditional

petroleum diesel (ASTM D975), for biodiesel blermtween 6 and 20% (ASTM D7467), and
for the pure biodiesel (B100) use to produce thesrds (ASTM D6751). These specifications
are comparable to those used in Europe for blehB3 ¢EN 590) and for the B100 (EN 14214),
although the European specifications include ailggalbequirement in EN 590 for the low level

blends.

All engine manufacturers provide certain warrantieghe engines powered by biodiesel. While
B5 is accepted by all engine manufactures, theofidggodiesel at blend levels higher than B5
depends on the specific engine manufacturer antherzeing used. The potential impact of
regulations requiring blend levels higher than 3%usd be examined by CARB as part of their
regulation implementation. A consortium of diesatlfinjectionequipment manufacturers (“FIE
Manufacturers”) has also expressed concern thatMA®R75 does not include a stability
requirement and that the stability induction peraidd hours for ASTM D7467 for B6 to B20
blends is considerably less than the inductionogleaf 20 hours required in EN 590 for blends
up to B7.

Fuel quality surveys have shown issues with fualiquin the recent past. Fuel quality appears
to be improving in the more recent surveys, altlotigere still appears to be issues with
biodiesel produced by smaller production volumelifaes. The biodiesel industry has developed
a BQ-9000 program that is a quality control and itwwimg program for biodiesel producers and
distributors. This program includes requirementstf@ testing and monitoring of fuel quality
for all participants who receive accreditation.idtsuggested that the appropriate California
agency should evaluate the possibility of develgdurel quality monitoring and enforcement
programs for biodiesel that are comparable to thessd for other motor vehicle fuels. This
could include provisions such as more aggressit@@ment during the initial implementation
to ensure no off-spec fuel enters the marketplaw#® specifications for a subset of fuel
parameters that will be tested on each batch ddiésel produced, similar to the BQ-9000
requirements. Biodiesel fleet surveys strongly gsted that all biodiesel users obtain B100 and
B20 or lower blends complying to ASTM D6751 and A D7461 standards, respectively.
Procuring biodiesel fuel from BQ 9000 certified guoers and distributors was considered to be
a critical step by those surveyed to ensuring ssfaeimplementation of a biodiesel program at
a fleet level.



Fuel Storage

Biodiesel fuel has solvent properties and will digse the deposits accumulated in vehicles run
on petroleum diesel before and fuel storage tasks to store petroleum diesel previously. The
dissolved sediments will cause filter pluggingled initial stage of biodiesel use. Once the filters
have been changed and fuel storage tanks are tidyooleaned, as filter plugging problems
should be resolved. It is suggested that extraffiblets be maintained on hand during initial use,
as filter plugging is more likely in the initial wks of B20 (or below) use. It is recommended
blends higher than B20 should always be storedlean¢ dry tanks. Other potential issues
associated with biodiesel storage include microgralvth, water contamination, and gelling in
cold climates (discussed below). These problemseamitigated with the cleaning of fuel tanks,
the use of biocides, and the use of filters onfale¢ dispensers (e.g., 10 micron) that can prevent
water from entering a vehicle’s fuel system.

Most biodiesel users in the survey did not make ahgnges in fuel storage routine to
accommodate biodiesel fuel. Nine of the surveyexdlibsel users increased biodiesel fuel tank
storage tank maintenance procedures, including nmigjiel storage tank, increasing fuel
dispensing filter change, and adding winter flovditides and biocides. Several biodiesel users
that were surveyed found microbial growth in thediésel fuel storage tanks. Biocides can be
used to prevent microbial growth in the biodiesel fstorage tank.

Of the 40 agencies surveyed, 22 recorded fuel fltegging issues, while 18 reported no fuel
filter plugging issues. Filter plugging appeared&mostly at levels of B20 or higher, and 18 of
the agencies reporting fuel filter plugging indextthat the problems were encountered only
during the initial period when biodiesel fuel wadroduced to tanks previously storing diesel
fuel. Persistent filter plugging was reported byrfagencies.

The oxidation stability of biodiesel is generallpnse than that for petroleum diesel fuel. Studies
have shown that B100 that does not contain a siotlatioxidant will begin to oxidize
immediately during storage, and that B100 shouldb®ostored for more than several months
unless additized. Studies have shown that phermEged antioxidants are effective in preventing
acid and insoluble formation during storage. Theidwal Biodiesel Board recommends a six-
month storage life for B100 meeting ASTM specificas.

Given the likelihood that large numbers of fueltdisitors and storage facilities will not make
changes to accommodate the biodiesel fuel, it ggested that precautions be taken or
advisements be provided on potential issues, &t l@aring the initial stages of widespread
implementation.

Material Compatibility and Engine Durability | ssues
Prolonged exposure to biodiesel can cause degoagabftening, or seeping through some hoses,
gaskets, seals, elastomers, glues, and plastiasce@o about elastomer degradation is more

critical for applications where B100 is used, apaged to B20. Nitrile rubber compounds,
polypropylene, polyvinyl, and Tygon are particwariulnerable to B100. Materials such as
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Teflon, Viton, fluorinated plastics, and Nylon, tre other hand, are compatible with biodiesel.

Older vehicles manufactured before approximate§31&e more likely to contain materials that

could be affected by B100 over longer periods mieti For use at more standard B20 and lower
blend levels, NREL (2009) indicates that fleet eigrece over the last 10 year has shown that
material compatibility issues are minimal, even étastomers made of materials such as nitrile
rubber that are not compatible with higher biodié$ends.

Studies where elastomers are soaked in biodiesel $taown fluorocarbon elastomers with good

compatibility to biodiesel. A range of other caratiel materials have also shown good

compatibility with biodiesel, although some studlesve shown an exceedance of acceptable
levels of degradation for some properties or hideeels of degradation when the elastomers are
tested with off-spec biodiesel. For the survey,riyeall fleets reported no elastomer seal

problems associated with biodiesel use, with mdr@nt50% of the biodiesel fleet users

answering the question. While one user noticedyegldstomer failure when an engine was

operated by B100, two other users recorded nocetestfailure problems with B100 use. Some

users did not respond to the materials compatihglitestion.

Biodiesel provides improved lubricity compared tetrpleum diesel but also higher viscosity
that can impact injection quality and fuel atomi@at Laboratory or bench-scale tests have
shown that biodiesel meeting specifications is gaheacceptable from a durability standpoint,
although there were a number of failures on testsrevoxidized or otherwise off-spec biodiesel
was used.

The surveys showed no adverse effects of biodiesethe vehicles or engine wear. Some
biodiesel fleet users observed less engine wear iafiplementing biodiesel, which could be due
to biodiesel’s enhanced lubricity. More than 50%desel fleet survey respondents reported that
fuel pumps or injector systems were routinely naneitl and no difference in the fleet fuel pump
or injector durability was showed when biodiesetlfwas compared to petroleum diesel. Six
biodiesel fleet users recorded more frequent fyektor or fuel pumps failures, however, the St.
Louis Airport observed longer fuel pump and injedife after biodiesel was adopted. Biodiesel
fleet repair and maintenance survey results indecéhat biodiesel has minimal impact on fleet
exhaust and aftertreatment systems. Two biodidset fisers documented a slightly vehicle
maintenance cost reduction attributed to biodidset,this was not a finding from a systematic
study.

Since biodiesel has a higher and narrower boilargge, it tends to form larger droplets exiting
the fuel injectors, which can lead to greater an®oih biodiesel remaining on the cylinder wall,
and to bypass the rings into the crankcase, cauwsirdjlution. In some limited studies, NREL
found increased oil dilution for light-duty vehislevith aftertreatment operated from 50-150
hours, but this did not have an impact on enginemissions performance. Most the surveyed
fleets indicated they did not change the enginechdnge interval after biodiesel fuel was
adopted.
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Biodiesel Impacts of Vehicle Performance

Biodiesel contains on average 11% oxygen by weighich accounts for its lower heating value
and lower volumetric energy content. The energyterundifference between petroleum diesel
and biodiesel depends on a variety of factors gioly the feedstock and refining processing and
blend level. NREL (2009) gives the energy of bigdie(B100) as roughly 8% less than diesel
No. 2. The EMA suggests that B100 may lower engoger approximately 5-7% lower
compared to petroleum diesel fuel. Biodiesel bleoidB20 and lower typically do not result in
observable power loss or reduction in fuel economy.

Biodiesel did not have negative impact on enginegydor the fleet users surveyed. Thirty-one
biodiesel users reported no engine power differemas noticed when biodiesel fuel was used.
Four fleet users reported less power on biodiesaipared with conventional diesel. On the
contrary, more engine power was observed with bsmli use by other four biodiesel users.
Biodiesel use also did not appear to have a ndiieganpact on fuel economy. Twenty-seven
biodiesel fleet users reported that no change @ éegonomy was noted while using biodiesel
fuel. A smaller subset of four biodiesel users fibtimat fleet fuel mileage was reduced as much
as 1.5 mile/gallon with B20 use. Two agencies regabfuel economy increased by 0.2 and 0.6
mile/gallon, respectively. These two users didindicate biodiesel blend level. Other users did
not track the fuel mileage. It should be noted thate comparisons are more qualitative, as they
are not necessarily based on systematic studiethan@sults were not analyzed statistically

Cold Weather |1ssues

Biodiesel has a higher cloud point and pour poamhpared to petroleum diesel, which can lead
to operational issues in cold climates, such &arfplugging due to wax buildup or reduced fuel
flow. Biodiesel blend fuel can be operated yeandbin most of the states by developing a cold
weather management plan, such as using lower pgages of biodiesel, adding cold flow
additives, and blending in a certain percentagdai diesel with the biodiesel fuel in winter to
improve the fuel cold flow property. NREL (2009)ggiests that users specify to the blend
supplier that the fuel remains crystal free at terapures down to -14°F for regions that
experience more severe winter seasons. Nine suhagdiesel fleet users observed fuel gelling
and filter plugging in cold winter conditions andaGer National Park indicated they only
operate biodiesel in the summer.
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1 Introduction

California, as well as the United States as a whelenaking a concerted effort to increase the
use of alternative fuels in transportation and otheeas. The California legislature passed
AB1007 that requires the California Air Resourcesai®l (CARB) and California Energy
Commission (CEC) to develop a plan to increaserddteve fuels use in California to reduce oil
dependency and air pollution. Also, the Califorf@overnor has established aggressive
greenhouse emission reduction targets for which BARs identified potential strategies such as
biodiesel.

The use of biodiesel as an alternative transportdtiel can provide many benefits. Biodiesel is
a fuel composed of mono-alkyl esters made fromtptals (soybean, rapeseed, cotton seed,
canola, and other vegetable oils), animal fatsuys®d cooking greases. Biodiesel contains no
petroleum, but it can be blended at any level \pittroleum diesel to create a biodiesel blend.
Biodiesel blends with petroleum-based diesel fuah de used with the current fueling

infrastructure and in all diesel engines with éitdr no engine modification. The use of biodiesel
is also driven in part by federal and state inc@gtior initiatives and state credits in some states

Biodiesel blends are becoming more available inni8kets, and the number of biodiesel users
and the amount biodiesel used has grown signifigamrecent years (National Biodiesel Board,
2010). Many state and federal agencies, such adp#partment of Transportation (DOT), the
Department of Defense (DOD), school districts, @ity, etc, utilize biodiesel. Some states have
mandates or executive orders to require statesfkpetise certain percentages of biodiesel fuels.
For example, a minimum 2% biodiesel blend is mamgain the state of Minnesota. In
California, although the number of fleets usingdmesel is still small, there is a growing use of
biodiesel in fleets, including the Department ofése and several municipalities.

While biodiesel use and operational experienceasviong rapidly, it is still a relatively new fuel
and there is only limited experience and infornratm the long term effects biodiesel can have
on engines and fuel systems. Also, due to biodgeselative infancy as a commercial fuel, the
production and distribution infrastructure are preb/ not as developed as for petroleum fuels in
ensuring a consistent and quality fuel. Americarci@y of Testing and Materials (ASTM)
specifications on finished biodiesel blends rangipgto 20% have only recently been adopted,
and many engine manufacturers do not provide whrreaverage on the use of biodiesel above
5%. Problems have also been reported with the LUb&diesel. The State of Minnesota, which
adopted a low blend requirement of biodiesel indissel regulations, initially experienced
widespread problems with clogged fuel filters thnagre attributed to poor biodiesel quality
(Howell, 2006b). Studies have also shown that ppa@lity fuel can also lead to deterioration of
elastomers and other durability issues (Thomas let2807; Terry et al., 2005). Other
information indicates that biodiesel can also conitate engine crankcase oil (Thornton et al.,
2009).

As part of California’s Low Carbon Fuels Standat@€FES), CARB is currently examining the

possibility of the introduction of a larger perceftrenewable fuels into use in the statewide
diesel fuel marketplace. This would represent éingdst implementation of biodiesel to date into
a non-centralized fleet application in the Unite@t&s (US). CARB is conducting one of the



most comprehensive studies of biodiesel and renewfakls to date to examine any possible
negative impacts on emissions, the vehicle fleed,associated fueling infrastructure. This study
represents one component of the larger CARB prodhamnis focused on biodiesel fuel effects
on engines and fuel system components. The maimegis of this biodiesel durability study are
a literature review and a fleet survey. The literatsurvey covered a variety of topics including
potential impacts of biodiesel fuel use, fuel qiyalcold weather problemstorage and handling,
fleet experiences with biodiesel use, and studiematerial compatibility and durability. A
maintenance and repair survey was also conductéd warrious fleets that utilize biodiesel
throughout the country, with an emphasis on Calitofleets. The survey evaluated the impacts
of biodiesel fuels on the durability of engine dndl system components, material compatibility,
and the life of exhaust and aftertreatment systeimg,other biodiesel use experiences, such as
performance and fuel economy, biodiesel fuel opktgbstorage and handling, biodiesel fuel
feedstocks, blend level, and price.



2 Biodiesel Use in Use in Compression Ignition Engige
2.1 Biodiesel Basics

2.1.1 What is Biodiesel?

Biodiesel can be produced from a variety of rendavabsources such as vegetable oils, (for
example; soybean oil), recycled restaurant greasd, animal fats. The raw feedstocks are
processed to produce a fatty acid methyl ester (EAMuch as rapeseed methyl ester (RME)
and soybean methyl ester (SME). The National BeelidBoard suggests that organizations
seeking to adopt a definition of biodiesel for pases such as federal or state statute, state or
national divisions of weights and measures, oafor other purpose, use the following definition
to be consistent with other federal and state lamg original equipment manufacturer (OEM)
guidelines as follows:

Biodiesel is defined as a fuel comprised of morkya¢sters of long chain fatty acids derived
from vegetable oils or animal fats, designated BE0@ meeting the requirements of ASTM D
6751. Biodiesel refers to the pure fuel before thieg with diesel fuel. ASTM D 6751-09
standard specification is the latest standard &patton for B100 blend stock for middle
distillate fuels used to control B100 quality prtorblending with conventional diesel.

Biodiesel is a legally registered fuel and fuel iidd with the U.S. Environmental Protection
Agency (EPA) for sale and distribution (BiodiesetdJand Handling guide, 2009). The EPA
registration includes all biodiesel that meets A8TM biodiesel specification, ASTM D 6751,
and does not depend on the oil or fat used to pedie biodiesel or the specific production
process employed. Raw vegetable oil does not mewtiesel fuel specifications, is not
registered with the EPA, and is not a legal motet.fBiodiesel contains no petroleum, but it can
be blended at any level with petroleum diesel &at@ a biodiesel blend. Biodiesel is usually
blended with petroleum diesel and biodiesel blemisdiesel blends are denoted BXX, which
refers to a fuel that is composed of XX volume patdiodiesel and diesel fuel. For example,
B100 is neat or pure biodiesel and B20 is a blér2Dosolume percent biodiesel and 80 volume
percent diesel fuel. The petroleum diesel fuel loareither a No. 1 or No. 2 meeting ASTM D
975, the standard for petroleum-based diesel éuelP-8. Biodiesel and Biodiesel blends can be
used in compression-ignition (diesel) engines Witle or no modifications. Biodiesel is simple
to use, biodegradable, nontoxic, and essentialy @f sulfur and aromatics.

2.1.2 Properties of Commercial #2 Diesel and BiodiesetlBu

Biodiesel differs from petroleum-based diesel firela number of physical and chemical
properties. Biodiesel has a specific gravity of80Kg)/I compared to 0.85 kg/l for diesel fuel,
contains no nitrogen or aromatics, and typicallptams less than 15 ppmw sulfur. Biodiesel
contains 11% oxygen by weight, which accounts fr lower heating value and lower
volumetric energy content. The energy content cifiee between petroleum diesel and
biodiesel depends on a variety of factors, inclgdime feedstock and refining processing. The
National Renewable Energy Laboratory (NREL) givies energy of biodiesel as roughly 8%
less than diesel No. 2 (NREL, 2009). This differant probably less for a typical CARB diesel
or a diesel No.1, due to their generally lower ggezontents. Other comparative properties are
shown in Table 2-1, where the diesel for comparisanFederal No. 2 diesel fuel.



Table 2-1 Selected Properties of Typical Diesel and  Soy-Derived Biodiesel Fuels.

Fuel Property Diesel Biodiesel
Fuel Standard ASTM D975 ASTM D6751
Fuel composition C10-C21 HCC12-C22 FAME
Lower Heating Value, Btu/gal ~131,300 ~117,000
Kin. Viscosity, @ 40C 1.3-4.1 1.9-6.0
Specific Gravity kg/l @ 68F 0.85 0.88
Density, Ib/gal @ 1%C 7.079 7.328
Water and sediment, vol% 0.05 max 0.05 max
Carbon, wt % 87 77
Hydrogen, wt % 13 12
Oxygen, by dif. wt % 0 11
Sulfur, wt % 0.05 max 0.0 - 0.0024
Boiling Point,°C 180-340 315-350
Flash Point°C’ 60-80 100-170
Cloud Point,°C -15t0 5 -3to 12
Pour Point’C -35to -15 -15to 10
Cetane Number 40-55 48-65
Stoichiometric Air/Fuel Ratio wt./wt. 15 13.8
Lubricity SLBOCLE, grams 2000-5000 >7,000
Lubricity HFRR, microns 300-600 <300

The cetane number for biodiesel is comparable & typically used in California, but it is
generally higher than that found in Federal dig&2l The cetane number for biodiesel depends
on the feedstock used to produce the biodieselar@enumber increases for more highly
saturated esters and for esters with longer changths. Cetane number decreases with
unsaturated content and the number of double banus$,as the double bonds and carbonyl
groups move toward the center of the chain. Gelyeraigher cetane numbers are found for
esters produced from tallow or yellow grease saurGraboski and McCormick (1998) found
that cetane numbers for soy-based biodiesels rang@d45.8 to 56.9, with an average of 50.9.

Biodiesel has favorable properties for lubricityeF lubricity is an important parameter since
fuel pumps heavily rely on the fuel itself for lidating many moving parts. The lubricity of
biodiesel is higher than that of base diesel fiasten low levels blends of 1-2% biodiesel in
petroleum diesel can provide significant improvetaan lubricity for a diesel fuel. There was
some discussion that low level biodiesel blendslccdae utilized in conjunction with the
introduction of ultra-low sulfur diesel (ULSD) tanprove lubricity, but these lubricity issues
were largely being addressed by the petroleum imgltisrough the use of additives. Two factors
contribute to biodiesel’s high lubricity. One isthster group within the FAME molecules. The
other factor is the trace impurities in the biodiggiasimoglu, 2008; Knothe, 2005)

Biodiesel has higher viscosity than conventionasdl. A higher viscosity is indicative of a
higher resistance to flow for the liquid due tceimtal friction. Higher viscosity can lead to poor
fuel atomization and have an impact on the qualityuel injection (Hasimoglu, 2008). The
viscosity of blends with levels of B20 or less shidoe acceptable for typical use, and the ASTM
D7467 viscosity specification for B6-B20 blendstiee same as the D975 specification for
regular diesel fuel. Viscosity effects could haveare important impact at cooler temperatures,
since viscosity increases nearly exponentially waithuctions in temperature (Knothe, 2008).
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The flash point of biodiesel is also higher thaattbf typical diesel fuels. The flash point is a

measure of the temperature to which the fuel mashdated to create a vapor/air mixture that
can be ignited. This means that most safety premaifor handling diesel fuel would be more

than adequate for handling biodiesel blends.

2.1.3 Biodiesel Fuel Standards

Fuel quality is very important to owners of diesalgines. Consumers expect all fuels to meet
certain minimum quality, safety, and performan@ndards and engine manufacturers expect a
fuel quality that does not affect engine perforneaand durability. Biodiesel fuel is no different,
and the minimum fuel quality specifications areimked in ASTM specification D6751, the
standard specification for biodiesel fuel (B100¢rd stock for distillate fuels. The standard is
independent of manufacturing process or feedstadkis designed to ensure that biodiesel has
adequate quality for safe and satisfactory operatica compression ignition engine. Similar to
the petroleum-based diesel specification (ASTM D9Te ASTM D6751 specification starts
with a workmanship statement: “The biodiesel fuglsbe visually free of undissolved water,
sediment, and suspended matter.” Biodiesel shaalddar and bright, although it may come in
a variety of colors, as color cannot be used asindicator of predicting fuel quality.
Specifications of ASTM D6751-09 are shown in Tabi2.

Issuance of the original ASTM D 6751 standardsbiodiesel brought a level of credibility for
this fledgling fuel, but it was only the beginningwhat was needed. There were still a number
of issues and requirements for biodiesel to addegsovide similar credibility and acceptance
as a fuel when compared with petroleum diesel fkel. example, how to handle different
potential blend levels and other factors with tlse wf biodiesel fuel (Howell, 2006a). Fuel
stability and storage was an issue that was adsltees2006. The ASTM members agreed to
incorporate the same test used for oxidation stalidr the biodiesel standard in Europe, namely
the Rancimat standard method for oxidation stgb{lEN 14112). Cold flow properties were
another area of concern, and in June 2008 the AS®Mmittee adopted new standards and
limits to deal with this issue for B100. The ASTMnomittee also modified the petroleum diesel
specification ASTM D 975 to include blends of upStawolume percent of biodiesel at the June
2008 meeting. ASTM members are continuing to examew and improved methods, including
different chromatographic methods (Porter, 2006;ilGand Sidisky, 2006, Foglia, et al. 2006;
Alleman and Cecil, 2009; Alleman et al., 2009).

Prior to 2008, there was no specification for béseil blends from BO to B20. In developing a
biodiesel blend specification, a number of prattasad technical issues relating specifically to
biodiesel properties arose; such as low tempergitwperties, oxidative stability impacts on

storage and, at high temperatures, microbial comi@ion effects on handling and distribution.

For example, the cloud point of biodiesel is geletagher than petroleum diesel and should be
taken into consideration when blending. These ssue well covered in an older report from
NREL (Tyson et al., 2004). Leading up to the JUBBRASTM meeting, however, a number of
challenging issues were resolved, and ASTM rele#s&€tM D7467 in October, 2008. It was

revised in 2009 to establish standards for finistiedel fuel blends containing 6 percent to 20



Table 2-2 ASTM D-6751-09 Standard Specification foBiodiesel Fuels (B100) Blend Stock
for Distillate Fuels

Property ASTM Method Limits Units
Calcium & Magnesium, combined EM 14538 S maximum ppm (ug/g)
Flash Point (closed cup) D 93 93 minimum degrees C

Alcohol Control (One of the following must be met)

1. Methanol Content EM14110 0.2 maximum % volume
2. Flash Point Da3 130 minimum Degrees C
Water & Sediment D 2709 0.05 maximum % vol.
Kinematic Viscosity, 40 C O 445 1.9-60 mm’isec.
Sulfated Ash D 874 0.02 maximum % mass
Sulfur
515 Grade D 5453 0.0015 max. (15) % mass (ppm)
S 500 Grade D 5453 0.05 max. (500) % mass (ppm)
Copper Strip Cormrosion D 130 No. 3 maximum
Cetane D G613 47 minimum
Cloud Point D 2500 report degrees C
Carbon Residue 100% sample D 4530* 0.05 maximum % mass
Acid Number D 664 0.50 maximum mg KOHig
Free Glycerin D 6584 0,020 maximum Y mass
Total Glycerin D 6584 0.240 maximum % mass
Phosphorus Content O 4931 0.001 maximum % mass
Distillation, T90 AET D 1160 360 maximum degrees C
Sodium/Potassium, combined EM 14538 S maximum ppm
Oxidation Stability EM 14112 3 minimum hours
Cold Soak Filtration Annex to DGT51 360 maximum seconds
For use in temperatures below -12 C Annex to DETE1 200 maximum seconds

BOLD = BG@-7000 Crifical Specificafion Testing Once Production Process Under Confrol
. The carbon residue shall be ron on the 100% sample.
# A consideraible amount of experience exists in the US with a 20% blend of biodiesel with 80% diesel fuel (B20].
Althouvgh bicdiesel (B100) can be used, blend:s of over 20% biocdiesel with diezel fuel should be evaluated on a
case-by-case basis until further experience is availakle.

percent biodiesel for on-road and off-road diesalime use. Table 2-3 provides the detailed
specifications of ASTM D7467-09A. Biodiesel fuelsat meet ASTM D7467 and are legally
registered with the Environmental Protection Agerarg legal motor fuels for sale and
distribution.

Similar to the US, the European biodiesel standaii,14214:2009, provides minimum quality
requirements for biodiesel (B100). The Europeancifipation EN 14214 includes more
stringent limits for water and sediments, limits foono-, di-, and tri-glycerides, and an lodine
value that are not included in the US ASTM D675&dcdjication. The European diesel fuel
standard EN 590:2009 includes biodiesel fuel blanqgso 7% (B7), as opposed to the US diesel
fuel standard ASTM D975-09, which includes biodiebkends up to only 5% (B5). EN
590:2009 also specifies an induction period ofeast 20 hours, whereas the D975-09 does not
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specify an oxidation stability limit. Only the U.$as established a separate standard for
biodiesel blends (ASTM D7467).

Table 2-3. ASTM D7467-09A Standard Specification fo r Biodiesel Blends B6-B20

Property ASTM Method Limits Units
Flazh Point (closed cup) D93 52 minimum degrees C
Water & Sediment D 2709 0.05 maximum %o vol.

Kinematic Viscosity, 40 C

Ash Content D 482 0.01 maximum % mass
Sulfur

515 Grade D 5433 0.0015 max. {(15) % mass (ppm)
S 500 Grade D 5453 0.05 max. (500) % mass (ppm)
Copper Strip Corrosion D130 No. 3 maximum

Cetane D613 40 minirmum

Cloud Point O 2500 report degrees C
Carbon Residue, 10% bottom D 524+ 0.35 maximum % mass
Acid Humber D 664 0.3 maximum mg KOH/g
Distillation, T90 AET D B& 343 maximum degrees C
Oxidation Stability EHN 14112 & minimum hours
Lubricity, HFRR at 60°C D 6079 220 maximum microns
Biodiesel Content, % (VV) D73mM G, — 20, %o volume

Ramsbottom Carbon Residue on 10% bottorns, mass %, max.

A considerable amount of experience exists in the U3 with a 20% bBlend of biodiesel with B0% diesel fuel [B20].
Althouvgh bicdiesel [B100) can be used, blends of over 20% biodiesel with diesel fuel should be evaluated on a
case-by-case basis unfil further experdence is availakle.

4+

2.2 Engine and Fuel System with Biodiesel Use

2.2.1 Biodiesel Use in Compression Ignition Engines

The number of biodiesel users has grown with greaterest in low-carbon, renewable fuels,
and initiatives and tax credits. A number of distass on the use of biodiesel and biodiesel
blends in compression ignition engines can be fann8ociety of American Engineers (SAE)
meeting papers or the web pages of either the h&tiBiodiesel Board (2009) or the Engine
Manufacturers Association (2009&). 2001, NBB prepared a repoBiodiesel: On the Road to
Fueling the Futurewhich outlined the properties of biodiesel and the mamylieations where
biodiesel was being successfully used. The NBB wgbpcontains both testimonial and as
technical reports about biodiesel.

Perhaps more salient to consumers of biodieses fare the views of the EMA, an international
membership organization representing the interestsnanufacturers of internal combustion
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engines. In 2003, EMA (2003) published a “Technigtdtement on the Use of Biodiesel Fuels
for Mobile Applications.” Their report was updated October 2009, based on the increasing
worldwide interest in reducing reliance on petrokebased fuels and the potential to improve air
quality with alternative fuels (EMA, 2009b). The wetechnical statement takes into
consideration data collected since the publicatibthe 2003 Statement, and sets forth EMA’s
position on the use of biodiesel blend stock. Tae IEMA report states that available data are
limited regarding the use of biodiesel with thosehinologies that have been, or are about to be,
introduced to meet the (US) Environmental Protecgency’'s (“EPA’s”) 2010 heavy-duty on
highway or Tier 4 nonroad emission standards. Ttemhnical position statement provides an
assessment of biodiesel fuels and the potentigcistfof their use with current technology
engines. The statement was prepared as a resoorcpofential biodiesel fuel users, the
government, and the public. In its Technical Staeinthe Association concludes:

e Regardless of the biomass feedstock and the prasessto produce the fuel, B100
blendstock should meet the requirements of ASTM TA67EN 14214, or individual
engine manufacturer specifications/recommendations.

e Biodiesel blends up to a maximum of B5 should natise engine or fuel system
problems, provided the B100 used in the blend mipetsequirements of ASTM D6751
or EN 14214.

» Biodiesel blends ranging from B6 up to B20 shoulgemthe requirements of ASTM
D7467. Engine manufacturers should be consultest pyiusing B6-B20 blends because
acceptability varies by engine model. Biodiesehdkegreater than twenty percent (B20)
are not typically recommended and should be usdy after consulting the engine
manufacturer.

» Biodiesel blends may require additives to improtgeagge stability and allow use in a
wider range of temperatures. In addition, the ciomls of seals, hoses, gaskets, and wire
coatings should be monitored regularly when biagliegends are used. When converting
from a petroleum-based diesel to a biodiesel blénel, tanks should be cleaned and
more frequent filter service may be required uiil system deposits are stabilized.

e Although the actual power loss will vary dependimg the percentage of biodiesel
blended in the fuel, B100 fuel's energy conterdpproximately 5-7% lower than that of
petroleum diesel fuel. Biodiesel blends of B20 doder typically do not result in
observable power loss or reduction in fuel economy.

» Biodiesel blends reduce particulate, HC and CO goms. Depending on the engine
type and duty cycle, they may produce increaseg &iflissions compared with those of
petroleum-based diesel fuel used in an unmodifiedall engine. Engines designed with
aftertreatment to meet stringent emission regulatibave not demonstrated additional
reductions in particulate, HC, and CO emissionsnoreases in NQemissions when
using biodiesel blends, but more testing is reqguiceconfirm the interaction between the
emission reduction strategies and biodiesel blends.

» Biodiesel blend stocks have generally been foundetmontoxic and biodegradable,
which may promote their use in applications wheoelégradability is desired.

e Individual engine manufacturers determine what iogpions, if any, the use of
biodiesel blends has on the manufacturer’'s com@lenarranties.

» Although several factors affect the cost of biodieslend stock, its average cost
exceeds that of petroleum-based diesel fuel. Tlative cost of converting an existing
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fleet to biodiesel blends, however, is likely lowan the cost of converting to other
alternative fuels.

The EMA statements should be used as a checklisgaide for any fleet making a change from
petroleum diesel to biodiesel. The EMA also pomus that information is limited on the effect
of neat biodiesel and biodiesel blends on engineldlity during various environmental

conditions.

2.2.2 Statement of the Diesel Fuel Injector Manufacturers

A consortium of diesel fuel injectioaquipment manufacturers (“FIE Manufacturers”) hise a
investigated the potential impacts of biodiesel sewently updated their position statement (FIE
Manufacturers, 2009). The position statement eggiesoncern that there is no specification for
a B5 induction period under ASTM D975-09 and thet induction period of 6 hours for the
ASTM D7467-09 for B6-B20 blends is considerably éavthan the induction period of 20 hours
used in the EN 590:2009 (for blends up to B7). Basethis information, the FIE manufacturers
stated that “The use of B5 according to ASTM D9B5if tolerated by the FIE manufacturers,
although the absence of a stability requiremeiseen as a large risk that should be reduced as
soon as possible. Blends containing in excess of(8%¢) FAAE (Fatty Acid Alkyl Ester)
(ASTM D6751-09) require positive validation of spic issues associated with higher
concentrations of low stability FAME (also in viest the fact that ASTM D6751-09 allows the
use of fatty acid alkyl esters [other than methgtees], which are not yet successfully
evaluated).” The FIE Manufacturers also accepuseof biodiesel blends up to B7 meeting EN
590:2009, provided the biodiesel meets EN14214:2@39 a result, the FIE Manufacturers
disclaimed responsibility for any failures attriabte to operating their products with fuels for
which the products were not designed.

2.2.3 Warranties

Warranty repair is a key decision element when lmasing a vehicle or engine, and customers
expect the fuel used in a truck will not affectagp under warranty provision. While the EMA
stated that manufacturers accept B5 for all engiiteaso pointed out that individual engine
manufacturers determine what implications, if aimg use of any fuel, including biodiesel, has
on the manufacturers’ commercial warranties. Soraaufacturers indicate that proper fueling
does not affect OEM’s materials and workmanshiprardies. In general, while the biodiesel
supplier should warrant fuel quality, the use afidot on the customer’s engine warranty needs
to be understood by all parties: the biodiesel rfecturer/supplier, the engine manufacturer, and
the consumer/customer. Table 2-4 provides informmatin the position statements for some of
the automakers’ and engine manufacturers’ relatorgodiesel and biodiesel blends.



Table 2-4. Automakers and Engine Manufacturers' Pos

ition of Support Biodiesel Blends.

Biodiesel Blend
Approval

Notes

Tiered biodiesel blend approval structure basedequoipment type and model. Furth

er

Caterpillar B30/B20/B5 information is provided atww.cat.com
B20 Approval is for 2002 and later emissions-coaliOn-Highway ISX, ISM, ISL, ISC and
cummins B20 ISB engines. B20 is also approved for Off-Highwangiees including: QSX, QSM, QSL,
QSC, QSB6.7, QSB4.5, QSM Marine, QSM G-Drive. AILP Cummins engines will be B20
compliant.
Detroit Biodiesel must meet ASTM D6751 and pe_troleum dimeds_t meet ASTM D975. Biodie;el
: B5 should be sourced from a BQ-9000 Accredited Praduetroit Diesel is currently conducting
Diesel
research that may allow future B20 acceptance.
Ford Motor Any recent-model Ford trugk with a diesel engine can on a mi>§tur_e including up to|5
Co B5 percent biodiesel (B5), but higher amounts are@cemmended at this time. Ford is currently
' conducting research that may enable future B20paaocee.
Freightliner B5 Freightliner is a division of Daimler Trucks Nortmerica. NBB is working with Freightliner
to have a formal biodiesel statement posted om tsite.
General B20 SEO available to _fleets on the 6.6L Duramasgdiengine in the 2009 Chevy Silverado
Motors B20 / B5 Heavy Duty and GM Sllerra Heavy Duty One Ton Plclaf.pyvell'as on the Chevy Express and
GM Savana Commercial Cutaway Vans with Duramaxelliesgines
Navistar unconditionally warrants use of biodieb#nds up to and including B5 blends
meeting the ASTM D975-08a standard. Use of B6-B2@ds in International® MaxxForce ™
International Digsel Engir_les 2007-up is at the dis.cretio'n ofdlhnaomer(operator and yviII not aqtomatically
/ Navistar B5 / B20 void an engine warranty. However, if engine commaoriailure can be directly attributable fto
use of a B6-B20 blend not provided by a BQ900Oifceuit fuel supplier, not meeting the
ASTM D7467-08 standard or not used per Navistaomenendations, Navistar may, at |its
option, deny warranty on the affected engine oirengomponent.
Isuzu B5 Isuzu currently approves B5 but is in the procdssompleting research with B20 that may
allow for future B20 support. Isuzu recommends gi$irel that meets ASTM D6751.
John Deere places a B2 factory fill in all its Udtesel equipment. While 5 percent blends
John Deere B20 (B5) are preferred, biodiesel concentrations ua &9 percent blend (B20) in petroleum digsel
fuel can be used in John Deere engines through3Tstage Il A. Biodiesel must meet ASTM

10



D6751, and John Deere strongly recommends soutbmduel from a BQ-9000 Producer
Marketer.

or

B5 produced

Ester (SME or SOME) Biodiesel use is approved atiBall Mack engines including MP

are

up

from Soy ASET and E-Tech. The biodiesel must be suppliedh B3Q-9000 Accredited Producer a
Mac Methyl Ester | Certified Marketer.
(SME or
SOME)
Mercedes Mer_cedes-B_enz U_SA now approves t_he use of B5 iﬁ:aihmon_ Ra_lil Injection Digsel "CD
Benz B5 engines" — including BLUETEC engines. The only awed biodiesel content is one that
meets the ASTM D6751 specification.
Currently, all Perkins diesel engines are capablesimg up to 5% RME without affecting the
Perkins B5/B20 standard warranty terms. Many models, such as @eSéries and 1100 Series engines,
also approved for up to B20 meeting ASTM D6751 Bhd14214.
Thomas Built B5 NBB is working with Thomas Built to post a formaatement on biodiesel on their website.
Buses
B5 is approved for use in all Volkswagen of Americ@l diesel vehicles. Biodiesel blend
must meet all current petroleum industry speciitcet (ASTM D6751 and ASTM D975) and
Volkswagen B5 be purchased from a reputable commercial retail puwolkswagen of America is using
biodiesel blends to power its entire 2009 Volkswadetta TDI Cup race series, from the VW
Jetta TDI racecars running on B5, to the generatndstransport trucks running on blends
to B20.
Volvo Truck Corporation does not accept more th#andsodiesel (SME) in diesel, ready
Volvo B5 mixed from the oil companwttp://www.volvo.com/NR/rdonlyres/6D4AEEEFA-EEC4-435

B6C2-4E4AF1B18D0B/0/PV77620120920_ biodiesel.pdf
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The EMA has a prepared statement on the qualifuadt required to ensure optimal operation
of the different vehicle and engine types they niacturer. The draft Worldwide Fuel Charter

(of August 2005) allowed the addition of biodieatelp to 5% by volume to fuel categories 1-3,
provided the biodiesel meets either ASTM D6751har European standard EN14214. Where
biodiesel is used, it is recommended that pumpwusiodiesel fuels should be marked.

Engine manufacturers must provide a warranty fpaireof the emissions control system for the
lifetime specified in the Code of Federal regulasi¢40CFR85). A separate section, 40CFR86,
specifies the test protocols, including petroleurasel fuel properties, required for engine

certification. It is unclear what implications thee of biodiesel fuel has on emissions warranty,
in-use liability, anti-tampering provisions, anctlike. As previously noted, more information is

needed on the impacts of long-term use of biodi@s&ngine operations.

2.2.4 Engine Performance

The EMA made some technical observations aboutlifierences in engine performance that
owners should expect expected due to the diffesemeefuel properties (EMA, 2009). For
example, the energy content of neat biodiesel {&&00) is lower than that of petroleum-based
diesel fuel on a per gallon or volume basis, whiesults in a power loss in engine operation.
The EMA gives a net effect of using B100 as a lofsapproximately five to seven percent (5-
7%) in maximum power output. The actual power 8kvary depending on the percentage of
biodiesel blended in the fuel and the operatinde;yaut is generally not identifiable for B20 and
lower blends. EMA points out that adjusting the iergto compensate for power loss may
violate EPA’s anti-tampering rules, and is not receended. EMA states that more information
is needed to assess the viability of using biodlieger the mileage and operating periods typical
of heavy-duty engines.

2.2.5 Biodiesel Solvency & Filter Plugging

The building blocks of biodiesel, methyl esterg aommonly used in solvent products and
cleaners. When using biodiesel, there is some tayd®r it to dissolve accumulated sediments
in diesel storage tanks and engine fuel tanks. & lkdéssolved sediments can travel through the
system and lead to clogged fuel filters. In somsesainjector deposits or injector failure can
occur, but this is a rare occurrence. Most use&26ftypically do not clean their fuel tanks prior
to use since B20 is sufficiently diluted to mute golvent effect. It has been suggested that extra
fuel filters be maintained on hand during initidey since cases of filter plugging have been
reported and are more likely in the first few tankke effects of B100 would be greater so it is
suggested that fuel tanks be cleaned and extrayiens be taken with the fuel system for B100
use (NREL, 2009).

2.2.6 Materials Compatibility

Biodiesel can cause degradation, softening, orisgethrough some hoses, gaskets, seals,
elastomers, glues, and plastics with prolonged su@o Concern about elastomer degradation is
more critical for applications where B100 is usasl opposed to B20. Nitrile rubber compounds,
polypropylene, polyvinyl, and Tygon are particwariulnerable to B100. Materials such as
Teflon, Viton, fluorinated plastics, and Nylon, tre other hand, are compatible with biodiesel.
A more comprehensive listing of the compatibilifybdodiesel with various elastomer materials
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and metals is provided in the latest NREL Biodidsahdling Guide (NREL, 2009). In an earlier
Biodiesel Handling Guide, (US DOE, 2006) it noteattolder vehicles manufactured before
approximately 1993 are more likely to contain matsrthat could be affected by B100 over
longer periods of time. Engines newer than 1993 rmodern repair kits may contain biodiesel
compatible materials, but not always. For use atenstandard B20 and lower blend levels,
NREL (2009) indicates that fleet experience over tast 10 year has shown that material
compatibility issues are minimal, even for elast@n®made of materials such as nitrile rubber
that are not compatible with higher biodiesel biend

2.3 Biodiesel Use and Handling

2.3.1 Biodiesel Low-Temperature Operability

One key concern with pure biodiesel is that it leas favorable cold weather flow characteristics
compared with convention diesel fuel. In generalngtchain saturated fatty acid esters
contribute to biodiesel's poor temperature opeiigbiBiodiesel fuels produced from feedstocks
with highly saturated fatty acid structures (sushpalm oil and tallow) have poorer cold weather
operability than fuels generated from feedstocksh highly unsaturated fatty acid structures
(such as rapeseed and safflower oil) (Hoekman, 2009

Some key properties in this regard are the cloudt@md the pour point. The cloud point is the
temperature at which wax formation can begin t@phe fuel filter. The pour point is a measure
of the temperature at which the fuel is no longempable. Other than cloud point and pour
point, some other laboratory tests commonly usedlidbne low temperature operability of
biodiesel are cold filter plugging point, low tennatire filterability, wax appearance point, and
cold soak filterability.

The Cold Soak Filterability test is the newest iegment and it was included in the ASTM
D6751 test method “Annex Ain 2008. This test was added to measure the poesef trace
levels of species such as metals, sterol glucosmlgserides, soaps, and water that can form
precipitates above the cloud point in biodiesehbfe This test was developed in response to
field experiences, such as issues with clogged filiets in Minnesota in the winter of 2005-
2006.Along with cloud point, this test provides a measaf low-temperature operabilityFor

the test, B100 is chilled to 40°F for 16 hours,ntivearmed to room temperature and filtered
under a vacuum. For a typical B100 used throughwuiear, a filtration time of 360 seconds or
less is required, while for a B100 to be used mperatures below 10°F, a filtration time of less
than 200 seconds is required. This annex methodokes turned into a separate ASTM test
method D7501, which requires tighter control of théling apparatus, the warming temperature
and time, and the filter type (Alleman et al., 20DComparisons are currently be made between
the annex method and D7501 in order to ballot anrdplacement of the annex method by
D7501.

The cloud points of diesel #2 and Diesel #1 cameaftom -10 to +10°F and -40 to -60°F,
respectively. Diesel #1 is often blended into dig&2 in colder climates to produce more
favorable cold flow specifications. The effectsbaddiesel addition on the cloud and pour points
for a petroleum diesel fuel are shown in Figure Zdld flow additives are available to mitigate
these issues by inhibiting crystal formation, theyt have varying degrees of success depending
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on the feedstock. Since the level of saturated camgs in U.S. oils and fats is too high for

current cold flow additives to be effective, B106w property cannot be improved effectively

with current commercial cold flow additives. ColadwW properties could be a limitation to the

use of B100 in the winter time. Typically, blendghwlower levels of biodiesel, with some diesel

No. 1, or with the addition of cold flow additivase used to facilitate cold weather applications.
NREL suggests that users specify to the blend smppiat the fuel remains crystal free at
temperatures down to -14°F during the winter sedB&tEL, 2009). B20 has been used in cold
temperature climates such as northern MinnesotaVéyaiming, where temperatures regularly
fall to below -30°F.
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2.3.2 Biodiesel Stability

Fuel stability during storage and use is a majalustry issue for diesel and biodiesel fuels.
Distillate fuels deteriorate due to complex oxidatand degradation reactions that occur when
fuel is stored for long intervals or thermally ssed as in the fuel delivery system to a diesel
engine. Oxidative stability refers to the potentiéla fuel to undergo reactions with oxygen.
Thermal stability refers to the potential of a ft@lundergo reactions at the upper temperatures
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that might be encountered in the fueling procesanrengine. In general, this mechanism of
thermal degradation refers to pyrolysis or coupliegctions that do not involve oxygen and
generate deposits. Both oxidative and thermal diagi@n lead to deposits that eventually
become the sludge found in fuel tanks, fuel lined el filters. In the field, these products can
cause filter plugging, fuel line restriction, nozZbuling, and deterioration of fuel pumps and
injector performance. Fuel composition and envirental factors directly influence the rate at
which these processes proceed.

Processes leading to sediment formation for patroldiesel and biodiesel differ substantially as
compounds suspected of destabilizing the petroldi@sel fuel are not even found in biodiesel

fuel. Instability of petroleum distillates is keydgd numerous heterocyclic compounds like

indoles, pyroles, thiols and carbozoles. Biodidsdiaves more like a vegetable oil and none of
these compounds are in vegetable oils. The resist@noxidation for vegetable oils depends on
the degree of saturation, natural or added antamgl and pro-oxidants, and prior abuse. For
vegetable oils, oxidation is slow until this rearste is overcome at which point the oxidation

accelerates and becomes very rapid.

An oxidation stability test (the Rancimat, ASTM NHEH4112 method) was added to the D6751
biodiesel specification in 2007. In evaluating poi@ oxidation stability tests for biodiesel,
several studies were conducted by NREL and the dbwating Research Council (CRC).
Accelerated oxidation stability tests involve ssiag the biodiesel using a combination of
elevated temperature, time, and enhanced oxygeosarg Properties such as peroxide value,
insolubles, evolution of volatile short chain acids heat of reaction are then measured to
evaluate the effects of the oxidation. Some metliodswere examined as possible methods for
biodiesel include ASTM D2274 (oxidation stability distillate fuel oil), ASTM D4625 (long
term distillate fuel storage stability), ASTM D648&ccelerated stability), AOCS Method 12b-
92 (oil stability index or Rancimat test used inr@e), and others. Westbrook (2005) reviewed
these and other methods and proposed that therRainand a modified version of the D2274
would be the most appropriate for biodiesel. Anptieiew of oxidation stability methods and
biodiesel oxidation was also performed by Wayni@W05) as part of the CRC AVFL-2b
program.

McCormick et al. (2006a,b) reviewed the oxidatitebdity of biodiesel and biodiesel blends as
part of their quality survey. They performed accatied stability tests on 19 B100 samples and
prepared a subset of 8 biodiesel blends for additidgesting. The samples were tested for
oxidation stability, thermal stability, gravimetraeposit formation, and measurements of iso-
octane. Overall, they found that the stability lvé biodiesel blends is dominated by the stability
of the B100. A 3 hour Rancimat test for B100 appddo be adequate to ensure stability of both
B5 and B20 blends. They also found a correlatiam@es with high total insolubles also had
high iso-octane insolubles. Tests for this prograiuded storage and handling, fuel tank
testing, and aging in high temperature engine system.

A recent study of biodiesel and biodiesel blenddakbn stability by McCormick et al. (2009)
showed that B100 samples that do not contain sfiothetioxidants, will immediately begin to
oxidize during storage. The study suggested th&0Bshould not be stored more than several
months unless it is treated with synthetic antiarid McCormick’s study also confirmed that the

15



stability of B5 and B20 blends is mainly affectey the B100 stability, and is essentially
independent of diesel fuel aromatic content, suléwel, or stability. The antioxidant testing
conducted in this study showed that commercial pherantioxidants were very effective at
preventing acid and insoluble formation during sterage of B100 and biodiesel blends.

Given that in the normal fuel system there are lacapts that destabilize biodiesel fuel, the issue
is how to control the pathways that cause sedimamisharm to the engine. One approach is to
use natural antioxidants that work with biodiesgttsas TBHQ (t-butyl hydroquinone), Tenox
21, and tocopherol (Vitamin E), usually sold by doadditive companies. Tenox is a mix of
TBHQ as powdered antioxidants and is often diffidol mix into biodiesel. Canakci (1999)
studied a number of blends of petroleum and bi@lli@sd used additives to stabilize the fuel. He
found that TBHQ was effective for biodiesel and diésel blends. Williams Labs (1997)
investigated oxidation and thermal stability fovesel biodiesel blends using ASTM 4625. They
found some additives to be effective, but othersewmt. TBHQ and Ethyl Hitec 4733 seemed to
be the best additives. Waynick (2005) noted thatd@Bpyrogallol (PY), and propyl gallate (PG)
were the most effective antioxidants for fatty @ited esters.

While research continues in this area, DOE/NRELvigeed guidelines for conditions that will
provide the highest levels of fuel stability foodiesel (NREL, 2009):

* The higher the level of unsaturation, the morelyikbe fuel will oxidize. As a rule,
saturated fatty acids (such as 16:0 or 18:0) afglest Each time the level of unsaturation
increases (for example from 18:1 to 18:2 to 18&8)4tability of the fuel goes down by a
factor of 10. So, a fuel composed primarily of GL& 100 times more unstable than a
fuel made of C18:1. Points of unsaturation on tieibsel molecule can react with
oxygen, forming peroxides that breakdown into acsgsliments, and gums.

» Heat and sunlight will accelerate the process,t $® Ibest not to store B100 outside in
clear totes in the summer.

» Certain metals such as copper, brass, bronze,tleadnd zinc accelerate the degradation
process and form even higher levels of sedimemt tauld be formed otherwise. B100
should not be stored for long periods in systenad tontain metals. Metal chelating
additives, which serve to de-activate these metads; reduce or eliminate the negative
impact of the presence of these metals. See altofil Biodiesel Board, 2002).

 Some types of feedstock and biodiesel processimgremove natural anti-oxidants,
potentially lessening fuel stability. Vegetablesodnd fats are produced with natural
antioxidants — nature’s way of protecting the ailni degradation over time. Bleaching,
deodorizing, or distilling oils and fats, eitherfdue or as part of the biodiesel process can
remove these natural antioxidants while other msee leave the antioxidants in the
finished biodiesel.

» Keeping oxygen away from the fuel reduces or elates fuel oxidation and increases
storage life. Commercially, this is done using @magien blanket on fuel tanks or storing
biodiesel in sealed drums or totes for smaller amtwaf fuel.

* Antioxidants, whether natural or incorporated asadditive, can significantly increase
the storage life or stability of B100.
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Studies show that in many commercial systems, ubetlirnover rate is in a range (two to four
months) where fuel stability with B100 has not bgenblematic. The ASTM D4625 data
suggests that the least stable B100 could be sforedp to 8 months, while the most stable
could be stored for a year or more. The Nationaldigsel Board recommends a six-month
storage life for B100.

2.3.3 Other Issues with Biodiesel Storage

Biodiesel can cause filter plugging at the engind at the fuel dispenser. In general, several
things contribute to biodiesel’s filter pluggingoptem: 1) Biodiesel will dissolve the sediments
in the storage tanks and fuel lines previously usegetroleum diesel, and dissolved sediments
will cause filter clogging. 2) Biodiesel can geldnld climates because of biodiesel's poor low
temperature operability. 3) Microbial growth in thediesel storage tank can generate sludge
which will plug the filter. Biodiesel is very setige to microbial growth. Adding biocides to the
biodiesel storage tank is a common method to cbntizrobial growth.

Water contamination is another issue with biodiest@lrage. Since water dissolved in the
biodiesel promotes microbial growth in biodieserage tank, water is undesired in the biodiesel.
Excessive water contained in biodiesel fuels capn ahuse engine surface corrosion and weatr.
Water is much more soluble in pure biodiesel thaingbeum diesel, so B100 should be stored in
clean and dry tanks (NREL, 2009). The use of a ifdan filters at biodiesel fuel dispensers is
an effective practice to prevent water from entgthme fuel injector and engine system.

Other steps to prevent or reduce water and midrebidamination in the fuel and storage tanks
include (Schiavone, 2007)

* Make sure the caps on all fuel tanks are in plawia working condition, especially
gaskets.

» Keep tanks full of fuel to minimize condensatiorilthup inside the tank caused by large
temperature swings.

* Insulate above ground storage tanks (double waly provide shade if possible to
moderate temperature swings and the formation rndeosation.

» Check for the presence of water and other signpnfamination when measuring tank
levels.

» Periodically drain a small amount of fuel from thettom of storage tanks to remove any
water accumulation.

* Avoid prolonged exposure of fuel to light, whichncanduce bacterial growth (above
ground fiberglass tanks should be painted andawrgal in shaded areas).

2.3.4 Biodiesel Fuel Quality

NREL is the lead manager of the US biodiesel pmogaad they have conducted several studies
of the quality and stability of biodiesel and biesil blends in the US, dating back to 2004. Of
the 27 B100 samples collected in 2004, 85% werendoto meet all of the ASTM D6751
specifications (McCormick et al., 2005). Sampletinig one requirement were often found to
have an outlier or failing results for a seconduregment. As a part of this study, oxidation
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stability tests were conducted using the Rancimsit which is used for the European biodiesel
standard. The results showed that the typical baalisample exhibited an induction of less than
one hour on the test. The main factors affectingdieisel stability are natural antioxidation
content, polyunsaturated fatty ester content, aeddvel of mono and di-glycerides. This issue
was resolved with the addition of the Rancimat spation to ASTM D6751 in 2008.

A follow-up study fuel quality survey in 2006 shadvenore significant fuel quality problems
(Alleman et al., 2007). Of the B100 samples codldcthe failure rate was found to be 59%. The
primary failures were for total glycerin (33%) afi@sh point (30%). In the study, it was noted
that even considering that the results apply onlthe samples collected and was not based on a
production volume, these researchers charactetiese results as “alarming”.

A follow-up study in 2007 found significant differees in the quality levels between different
producers (Alleman and McCormick, 2008). BQ-900d &rge producers were rarely found to
fail to meet the specifications. Seventeen samipldhe survey were collected from BQ-9000
producers, which included 14 large producers améetimedium ones. The samples from the
large producers were overwhelmingly on specificgtiovith the exception of one, showing a
significant fuel quality improvement. The one saenfhiled to meet the D2709 water and
sediment specification, indicating that contamimatiof the sample was likely. Small and
medium producers, however, still had significantufe rates. Small and medium biodiesel
producers failed to meet the oxidation stabilitye@fication most often, with 30% of their
samples failing. Failure rates for all other prajgsrwere less than 10%. The small and medium
producers represented in this survey account foregmmately 11% of the market by volume.

Some issues and concerns have been identified tw&hproper blending of biodiesel to a
nominal B20 or other level. Two options are avdédatp produce blends of biodiesel with
petroleum diesel, either in-line blending or splagdnding. In-line blending requires more
expensive equipment so almost all biodiesel blesads currently manufactured using splash
blending. In the process of splash blending, beelieand petroleum diesel are sequentially
added to the tank on a transport truck. Complaticihe mixing process to achieve uniformity in
the blended fuel either occurs during the sequleatidition of the fuels components to the tank
or during the drive to the customer location (dsown as stop-sign blending as the mixture will
slosh from front to back of the tank as the delneack stops and starts). As compared with in-
line blending, there are fewer controls for theaspl blending process, but ethanol has been
added to gasoline for many years by this procefisowi problems. The key issues are how the
manufacturer mixes the denser biodiesel and therdgie of driving to the customer’s tank.
Foster et al. (2006) suggested that to alleviater poixing in the splash blending process, as
discussed above, in-line blending should be utllinéere the petroleum diesel and biodiesel
streams would be mixed by pumping them at the ap@i® ratio of flow rates into a common
pipe under turbulent conditions. This method isvarsally used in other refinery fuel blending
operations to ensure accurate, homogeneous blsads, as blending fuel components at the
refinery, additives at the refinery or terminaldanday ethanol into gasoline at the terminal, but
it is much more equipment and capital intensiveisltanticipated that these issues will be
resolved as the biodiesel industry in conjunctiatihhe petroleum industry matures.

NREL conducted a B20 quality survey in 2004 (McCiakret al., 2005). Fifty samples were
collected from the fleets using B20. Eighteen sa®B6%) fell out of range of 18% to 22%,
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ranging from 7% to 98%. Seven out of the eighteammes out of range are above B20,
indicating poor mixing during the splash blendiDNREL conducted another quality survey on
B20 in 2008 in an effort to gain market informatiohB20 (Alleman et al., 2009a). Thirty-two
samples were collected nationwide from fleets uE2@ and public pumps labeled with B20
before ASTM D7467 was released. The samples werettéhsted according to the parameters in
ASTM D7467, as well as some additional parameférs. survey found that 60% of the samples
were nominally B20. Two samples were higher thaf,B2dicating less splash blending issues.
Most of the out range samples were below B20 amdallg were B2, B5 or B11 indicating a
mislabeling of the pumps. The survey results shothiatl74% of samples met D7467 induction
period stability requirements for B20, while onangpde was off specification for D7467 acid
value. NREL is also planning on conducting a B2&esy in December 2009, focusing on colder
areas, but including some warmer climates suchoash8rn California. Initial results from this
survey are expected to be available in spring 4020

Minnesota was the first state to require dieselsfis®ld in the state to be blended with 2%
biodiesel. Minnesota initially experienced qualioblems with some biodiesel in the state not
meeting D6751 specifications (Howell, 2006b). A menof issues were observed during cold
weather episodes, with fuel filter plugging and waxld-up on filters. As a result, the vehicles

ran poorly or stalled in cold conditions. The gtyalissues were traced to the biodiesel not
meeting the specification for unreacted or pastia#acted oils and fats (total glycerin). The
program was temporarily halted from December 23)52@ February 10, 2006 and some
enforcement measures were put into place, includ@y9000 like practices (see below),

requiring a certificate of analysis for each batghbiodiesel sold, and fines/suspensions for
producers making off-spec fuel. Since these measwere implemented and the biodiesel
program was reinstated, no further quality issuaselbeen found.

The National Biodiesel Accreditation program isagerative and voluntary program for the
accreditation of producers and marketers of biadiésel called BQ-9000. The program is a
combination of the ASTM standard for biodiesel, AAD6751, and a quality systems program
that includes storage, sampling, testing, blendgigpping, distribution, and fuel management
practices. BQ-9000 helps companies improve theal testing and greatly reduce any chance of
producing or distributing poor quality fuel. To eae accreditation, companies must pass a
rigorous review and inspection of their quality tohprocesses by an independent auditor. This
ensures that quality control is fully implementdtiree categories of companies or laboratories
can be BQ-9000 certified, including BQ-9000 prodaceBQ9000 marketers and BQ-9000
laboratories. BQ-9000 is open to any biodiesel rfeturer, marketer or distributor of biodiesel
and biodiesel blends in the United States and Garfadist of accredited producers and certified
marketers can be foundwatvw.bg-9000.0rg

The BQ-9000 standards also specify requirementsefting of fuel batches prior to delivery.

All production lot samples are to be tested to emsloey are free from particulate matter, water,
and unreacted material per ASTM D4176. Additionadlstch production lot should be tested for
the full specifications. This includes all of thests and limits defined under ASTM D6751 and
visual appearance via ASTM D4176. The full speaiian testing is to be conducted until there
is sufficient confidence in the production proceskjch is a minimum of 7 consecutive lots

meeting specification. Once this criteria has beeat, the number of tests required on each
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production lot is reduced to those specified urtercritical specification list, which is provided
in Table 2-5. Additionally, full specification tesg is required on one production lot every 6
months, while sodium, potassium, calcium and magnesests are required on a production lot
every month. The number of cetane number testBgistly less than for the other tests, with
only 3 cetane tests needed to provide confidencmesting specifications, and only 1 cetane
number test per year for periodic testing. If angigant process change occurs, confidence in the
production process must be reestablished by produiminimum of three consecutive lots that
meet the full specification requirements.

Other researchers have also provided suggestiansifalar subsets of tests that could be
utilized to ensure production quality. Researcla¢thie Desert Research Institute suggested a list
of tests similar to, but not identical to the BQA90requirements (Hoekman et al., 2009). The
tests recommended for each batch are provided lle T&5. Additionally, they recommended
that cetane number, methanol, metals (Na, K, C3, Mtal sulfur, phosphorous, carbon residue,
T90, ester content, and iodine number be condysteddically.

Table 2-5. QC Tests to be conducted on each product ion lot of biodiesel.

BQ-9000 Tests DRI recommendations
Flash point/Methanol content  Flash Point
Water and sediment Water and sediment
Cloud Point Cloud Point
Acid Number Acid Number
Free Glycerin Free Glycerin
Total Glycerin Total Glycerin
Sulfur
Oxidation Stability Oxidation Stability
Visual Appearance
Cold Soak Filterability Cold Soak Filterability
Viscosity
Sulfated Ash
Copper strip corrosion

The European Biodiesel Board (EBB) and its membenpanies have also developed a quality
program for testing fuel quality. The EBB is a namofit organization that was established in
January 1997. Its member companies account forta®8a of the EU biodiesel production. The
EBBB established a biodiesel Quality report in 2@0Qét requires bi-annual sampling of all
operational production sites for EBB member comganirhis includes one sample from the
beginning of winter and one from the beginning wiser. The samples are required directly
from the companies, but are sent to an indepenidéaratory for a testing of all EN14214
parameter (EBB, 2006). The first round of teststfar winter of 2006-2007 showed production
was largely within specifications for the 32 plantenitored, with the exception of 4 border-line
samples on only one parameter and 1 sample oypedifecation for one or more parameters
(EBB, 2007a). The second round of testing for thkarmer of 2007, with 38 plants monitored,
showed similar levels of compliance, with most prcitbn being well within specification
except 4 border-line samples on only one paranagtérl sample out of specification for one or
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more parameters (EBB, 2007b). Similar results wase achieved for the winter 2007/2008
study (EBB, 2008). While this program representsnaportant step in quality monitoring, it is

important to note that the study does have soméalions since the production plants are
providing samples directly that could create a.bias

There have also been some efforts into methodsctrabe used as a quick check of biodiesel
guality. Von Wedel (2006) developed a field testizator kit for B100. The test is designed as a
quick check in the field for detecting traces ofatgst, mono/di/triglycerides, soaps, acids, and
oxidized (aged) fuel. For the test, B100 is adaed ph indicator test vial, mixed by flipping and
then allowed to settle into two phase with the fpbkhse floating on top. The extraction of
catalyst or acid from the fuel to the aqueous peicator elicits a visible color change. Soluble
contaminants in the biodiesel can be extractedth@@aqueous phase (fatty acid soaps) as visible
turbidity, concentrated at the water-fuel interfaggycerides & fats, oxidized esters), and
hydrated in the fuel as visible turbidity (mono, dnd triglycerides, fatty acids). It should be
noted that for California, it is expected that mooenplete specifications would be required than
could be measured to a simple test such as this.
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3 Biodiesel Fleet Durability Survey

A survey was conducted on various biodiesel fléatsughout the country. For this project, the
survey included national park sites, airports, ¢p@amd municipal fleets, school districts, private
companies, state Department of Transportation aggnearious city transit agencies, as well as
a few other users of biodiesel such as the US P8staice. The objective of this survey was to
evaluate the impacts of biodiesel fuel on enginel $ystem, exhaust system, and aftertreatment
devices. The survey also covered biodiesel fuebhgt® and handling, weather problems, cost,
blend level, engine performance, types of engirstles used, amount of gallons used, and any
maintenance or other operational issues. Forty @genthat had biodiesel fuel experience
responded to the survey and are included in theeguesults.

3.1 Survey Methodology

A survey form was prepared by listing all pertingntestions associated with biodiesel use
(Appendix A). The survey form was focused on thgeciive of obtaining information on
biodiesel fuel impacts on engine/vehicle perforneanmaintenance, and fleet durability. A
contact list was developed from the National BisdleBoard website and state DOT websites.
The biodiesel user survey contact information mvted in the Appendix B. The contact people
were mostly fleet services or operation managers avk very familiar with their organization’s
fleet repair and maintenance records. The survey eomducted by sending the contacts the
survey forms through emails and following up withope calls. Upon receiving the filled-out
survey forms, thank you letters were sent backhto dontacts and additional follow-up calls
were made to clarify responses.

3.2 Fleet Survey Results and Discussion

3.2.1 Biodiesel Usage

The fleet usage ranged in size from approximat8lyo8220,000 gallons per week. Some of the

larger fleets, Yellowstone National Park, the UStBbService, North Carolina State DOT were

also relatively long term users, with use datingkbto 1995. The fleets that have been using
biodiesel fuel utilize all types of diesel enginesluding school buses, transit buses, ambulance,
road maintenance trucks, shipping trucks, consomotehicles, boats, and off-road machinery

(generators, tractors, lawn mowers, air compresstcs.

Out of the forty agencies who responded to the esyrthirty-three answered the blend level
guestion. The biodiesel fuel blend level variestaamong the biodiesel fleet users, ranging from
B5 to B100. The number of biodiesel users for daioldiesel blend level is shown in Table 3-1.
Some fleets operate several different biodiesdlblends. For example, the biodiesel blend fuel
usage by the city of Portland in Oregon is 1,000pga/week of B5, 10,000 gallons/week of B20
and 1,000 gallons/week of B100. The most commordiesel blend fuel operated by the
biodiesel fleet users is B20. Some biodiesel usetke states with cold winter run B20 during
the warm seasons and switch to B5 for the wintas@e. The petroleum component blend with
the neat biodiesel by the biodiesel users is mdétly2 diesel. Twenty-five biodiesel fleet users
use No.2 diesel throughout the year. The state asiivigton DOT uses No.1 diesel year round.
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Some biodiesel users choose different types obleetm diesel according to the season, such as,
No.1 diesel in winter and No. 2 diesel or a blehtllo.1 diesel and No.2 diesel for the rest of the
warm seasons. Picture Rocks National Seashore c¢hifin and Minnesota Hennepin County
reported using a blend of 50% No.1 diesel and 508@2 Nliesel in all seasons. The survey
showed that the most common type of feedstock ifmtibsel fuel is soy methyl ester, although
rape methyl ester, yellow grease, tallow and canslalso used by some biodiesel users
including Biscayne, Yellowstone, Channel Islana 8alt Lake City Airport, the City of Hoover

in Alabama, the city of Portland, California BlukySShipping, the Nevada Clark School District,
etc. Some agencies indicated that the type of feekisised for biodiesel fuel blend was not
known.

Table 3-1. Number of Biodiesel Users versus Blend L  evel

Blend Level B5 B10 B20 B50 B100
Number of 13 4 27 - 4
Users

The fuel prices were higher for the biodiesel insinof the reported cases, although there was
quite a bit of variation in the amount of the irase of biodiesel blend level. The fuel price data
was based on data collected in early 2009, withynragional differences between the fleets.
The fuel price differential ranged between essént#).00 and $4.00 per gallon depending on a
number factors including the blend level, with frece differential for B20 typically less than
$0.50. According to Arlington County’s experientiee price of biodiesel blend fuels adds 1 cent
per gallon for each percent of B100 in the fin&ra product.

3.2.2 Fuel Filter Plugging Issues

Filter plugging was one issue addressed in thetmumesire, and it is also discussed in section
2.2.5. Among the forty agencies who respondedéasthrvey, eighteen agencies reported no fuel
filter plugging problems. The other twenty-two ages or companies recorded fuel filter
plugging issues. These agencies used a range dieb& blend levels from B2 to B100,
although filter plugging appeared to be mostlyeatels of B20 or higher. Most agencies with
filter plugging problems experienced filter pluggiat both the engine and the fuel pump, with
Biscayne, Channel Island National Park, the Uniiates Postal Service, and the Las Vegas
Water District reporting filter plugging only atdlengine. Filter plugging only at the fuel pumps
was reported by the Medford Township School Distridew Jersey and the Georgia Power
Company. Eighteen out of the twenty-one agenciat gékperienced fuel filter plugging issues
reported filter plugging problems were encountesely at the initial period when biodiesel fuel
was introduced to the tanks previously storing @liégel. These filter plugging problems were
solved after fuel storage tanks were cleaned draidfiwere changed. Biodiesel fuel has solvent
properties that will dissolve the deposits in therage fuel tanks that were used for diesel fuel
storage fuel. Biodiesel fuel will also dissolve thediments in the fuel dispensing line and
vehicle engine fuel delivery systems. The sedimdigsolved in the biodiesel fuel will clog the
filters at the fuel dispensing pumps and enginesceCthe fuel storage tanks are thoroughly
cleaned and filters are changed, filter pluggirsués generally abated. The Postal Service, the
Salt Lake International Airport, the lllinois Stdb®T, and the Washington State DOT were the
only four agencies that reported persistent fijprgging problems. Salt Lake international
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Airport stopped using biodiesel fuel in 2008, affee years of use, due to filter plugging.
During that period, they used a range of biodié=etls from B20-B80, but they did not provide
any information on whether filter plugging was mgmeevalent at higher biodiesel levels. The
lllinois State DOT and the Washington State DOT nibuilter plugging when using B20
biodiesel, as discussed below. The postal senittaat provide the blend level. These persistent
filter plugging problems may have been caused figréint factors, including biodiesel’s solvent
properties, winter gelling, or microbial growth.

Arlington County, Virginia's fleet management tegonepared the first B20 shipment by
cleaning storage tanks and switching to 10 micess fuel filters on the dispensers. There was
no unexpected rise of fuel filter plugging afteingsB20. The fleet management indicated they
thought that fuel filter replacement interval maydxtended due to B20.

A follow-up survey was sent out to the biodiesadragdo ask about the impact of biodiesel blend
level on filter plugging issues. Filter pluggingsues were generally not observed when the
vehicles were operated with low blend levels ofdmsel, such as B5 or B10. Among the
fourteen agencies who responded to the follow-upesy seven biodiesel users experienced
filter plugging at the engine or pumps. A summafythe plugging issue and the associated
biodiesel blend level for these seven users isigeovin Table 3-2Filter plugging issues for
these users were generally found for biodiesell$ewé B20 or higherFive biodiesel users
operated two or more different blend levels of esdl.However, filter plugging was observed
when the fleets were running B20 and above. Theg@reState DOT did experience filter
plugging from B2 to B40, however.

Most agencies who had filter plugging problems dal report the material causing the filter
plugging. Algae or microbial growth was identified the filter plugging material by the Las
Vegas Water District, the Clark County School Detfrand the Washington state DOT. As
mentioned in the previous literature review sectlmodiesel's susceptibility to microbial growth

may lead to filter plugging problems. Microbial grith can be controlled by adding biocides to
the fuel storage tanks. The city of Portland arelNlevada Clark County School District stated
that the clogging residues at the filters weredlyeerin. The presence of excessive glycerin in
the poor quality biodiesel, which will settle dowm the fuel storage tanks, can cause filter
clogging. Thus, acquiring biodiesel meeting ASTManstards are very important for

implementing biodiesel. The Oregon DOT and the d&weti Capitol noticed the plugging residue
was wax or gel-like, but did not identify the maaér

A question about the types of filters that encoufiteer plugging was included in the biodiesel
fleet survey questions. The agencies who respotidedjuestion mostly reported the fuel filter
clogging problems occurred in multiple types otefis. However, Pictured Rocks National
Seashore identified the fuel filter plugging onlgppened with one type of paper filter. The
model of the paper filter was not given in the reéd survey form.
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Table 3-2. Biodiesel Blend Level on Filter Plugging

Filter
Plugging at Blend Level Blend Level
Biodiesel Users 9ging Caused Filter| Filter Problems Persist?
Pump or Used PlLagin
Engine? 9ging
Hennepin
County, MN Pump B5, B20 B20 No Answer
linois pOT | Fumpand | g5 gog B20 Yes
Engine
Washington Stat¢ Pump and
DOT Engine B10, B20 B20 Yes
Clark County .
School District, Engine B5, B20, B10( B20 Abateq after cleaning
biogrowth
NV
Oregon DOT Pump_ and B2-B40 B2-B40 Abated after Cleaning
Engine Tank
Medford PumDp and
Township Board En ane B10, B20 B20 Abated
of Education, NJ g
Arlington PuUMD and Abated after initial
9 P B20 B20 period, and adding
County, VA Engine :
winter treatment

3.2.3 Engine and Fuel System Durability

The agencies that had biodiesel fleet experience agked about the impact of biodiesel fuel on
engine wear and fuel system durability, includingstions about any changes in used engine oil
analyses, lubricant degradation and engine oil teaance interval. These issues are also
discussed in Section 5. All of the twenty-three reges who responded to the engine wear
guestion stated that they did not notice any ababangine wear problems. Used biodiesel fleet
engine oil analyses results by Alco Mill Produ¢ke Michigan St. Johns Public School District,
and the South Ohio Regional Transit Authority iradéd less engine wear due to biodiesel use.
The city of Portland noticed engine oil from bioské fleet was diluted compared to petroleum
diesel. All other fleets reported no changes inimmagil viscosity, acidity, and other oll
characteristics. In addition, there were no noteaengine lubricant degradation problems,
although eleven biodiesel users indicated engireidant degradation problems were not
monitored. The state of North Carolina DOT repor&adjine lubricant degradation occurred
when ULSD was used to blend with neat biodieseh#dke B20. In fact, the biodiesel feedstock
added some lubricity to back to the ULSD. Ninetyceat of the fleets indicated their fleet
engine oil change interval schedule was not chaaffed biodiesel fuel was adopted. The city of
Portland documented that engine oil was changeck fiequently with biodiesel, while South
Ohio Regional Transit Authority reported enginewds changed less frequently.

The effect of biodiesel fuel on the long-term duligbof fuel pumps or injectors is an important
subject for all biodiesel fleet users since fugtdtors are a costly part. Thirty-nine out of forty
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fleet users responded to the fuel system durahitgstion, with eleven stating that the fuel
system durability was not monitored. More than ludithe agencies reported that no difference
in the fleet fuel pump or injector durability wastited when comparing biodiesel to petroleum
diesel. Those biodiesel users without fuel pumpinpector problems utilized blend levels
ranging from B5 to B100. Six agencies recorded fogdctor or pump problems attributed to
biodiesel use, including Biscayne National Parladi@r National Park, the city of Portland, the
Post Service, the Washington State DOT, and thdri@isof Columbia. The St Louis
International Airport observed longer life for fymimps and injectors when biodiesel blend fuel
was used in the fleets. Among the six agencies dkperienced early fuel injector and pump
failure, two agencies did not report the biodiddehd level being run. One agency ran several
blends (B5, B20, B50 and B100), but did not spewifych blend level of biodiesel caused fuel
pump and injector problems. Biscayne observedftlatinjectors were eroded when B100 was
used. The other two users included one using BAOoae using B10-B20. According to Glacier
National Park, fuel injectors and pumps in a ChByramax failed as early as 80,000 miles
using B20.

3.2.4 Engine Performance and Fuel Efficiency

Engine power and fuel economy have always beemaortant topic for biodiesel fleet users,
given the slightly lower energy content of the hes@l fuel, as discussed in Sections 2.2.1 and
2.2.4. The experiences of our survey agencies studgadiesel will not have a noticeable impact
on engine power. Thirty-one of the forty biodiessérs reported no engine power difference was
noticed when biodiesel fuel was operated. Biscaypgnd Teton, Glacier and the city of
Portland observed the biodiesel fleets had lessepavompared with fleets powered with
petroleum diesel. However, biodiesel fleets at vPeed Rocks, Las Vegas Clean Cities, the
Michigan St. Johns Public School District, and 8muthwest Ohio Regional Transit Authority
suggested more power was observed when operatibgpdiesel.

Biodiesel fleet users were asked if they have danied any change in vehicle fuel economy
since beginning the use of biodiesel fuel. Survesults from the biodiesel fleet experience
suggested that vehicle fuel mileage did not chasigaificantly with biodiesel use. Twenty-
seven agencies reported no change in fuel econdmiyg wsing biodiesel fuel. Las Vegas Clean
Cities found an increase of fuel mileage of 0.6efgiallon for biodiesel use. An increase of 0.2
mile/gallon fuel efficiency on Kenworth ECMs wasoeded by Grand Teton, Wyoming, when
the trucks were powered with biodiesel fuel. Neitbethese agencies specified the blend level
used. St. Johns Public Schools, the Southwest Ragional Authority, and the King County
Metropolitan found that fleet fuel mileage was reelth as much as 1.5 mile/gallon attributed to
the use of B2. It should be noted the statistigiiBcance of these increases or reductions was
not characterized. Nine agencies did not track fodeage when the biodiesel fuel was
implemented. The National Biodiesel Board repdréd:t

“Biodiesel has a higher cetane number than U.Setliiel. In more than 50 million
miles of in-field demonstrations, B20 showed simifael consumption, horsepower,
torque, and haulage rates as conventional diesklBindiesel also has superior lubricity
and it has the highest BTU content of any altewesfiiel (falling in the range between #1
and #2 diesel fuel).”
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3.2.5 Vehicle Exhaust, Aftertreatment System, and Otraenténance Issues

Sixteen out of forty biodiesel fleet users respahttethe question about the impact of biodiesel
fuel on vehicle exhaust and aftertreatmsygtems. The Nevada Clark County School District
and the Washington State DOT are the only two efdixteen respondents that had installed
diesel partticle filters (DPF) and/or oxygen casédyon all their biodiesel vehicles. B5, B20 and
B100 are used by the Clark County School Distriotl @o problems with the aftertreatment
systems have been observed to date. Washingtaa 3@l runs B10 during winter and B20 for
the rest of the seasons and no problems have lesmmved with their aftertreatment systems.
Five biodiesel users reported that some of thdmickes running on B5 to B100 have DPF or
oxygen catalyst aftertreatment devices. The otlveg osers reported that their biodiesel fleets
were not equipped with aftertreatment devicesshdleen responders reported that no noticeable
difference was observed in the fleet exhaust ateltegatment systems when biodiesel fleets
were compared with petroleum diesel fleets.

In this survey, the biodiesel fleet user agenciesevalso asked about other vehicle maintenance
issues associated with the use of biodiesel. Therityaof fleets reported no other maintenance
problems caused by biodiesel use in the fleetxagise, the Post Service, the New York City
Park system, and Blue Sky Shipping reported soncepions. Various maintenance problems
occurred in these fleets. New York City Park stdteat their Toro ride mowers needed special
fuel filters to run biodiesel. Biscayne documentaok floats being stuck on the engine because
the tank deposits were dissolved by B100. The Bestice observed abnormal sludge in the
valve train. Blue Shipping had one incidence ofaeing return fuel lines on Cummins engines.
The Arlington County management team reported thatrepairs performed on fuel systems
were slightly reduced after B20 was adopted in diesel fleets, due to biodiesel's added
lubricity and detergent properties. St John’s Ruldichools in Michigan and the New Jersey
Medford Township School District reported vehicérdce costs were reduced for the biodiesel
fleets, although the statistical significance a$ tthange was not provided.

3.2.6 Materials Compatibility

Biodiesel fleet users were also asked about elast@eal and other material compatibility
problems in the engine fuel system. These issueslap discussed in sections 2.2.6 and 5.2.
Twenty-one out of the twenty-three biodiesel usesponded to this question reported no
elastomer incompatibility problems with biodiessleu Most biodiesel fleet users among these
twenty-one agencies were using B5-B50. In addittbe, city of Portland and California Blue
Sky Shipping recorded no adverse effect of biodiesengine elastomer when their trucks were
powered with B100. Biscane reported more frequagire elastomer seal failures, although this
fleet was using B100 instead of a biodiesel blehidoa Mill Products found that the engine
elastomer seal problems attributable to biodieselanly occurred with Perkin engines. The rest
of the agencies did not respond to the materialpatifility question in the survey. Biodiesel
fleet experience from this survey indicated thaues of vehicle engine fuel system materials
compatibility with biodiesel were minimal when fteeavere operated with biodiesel blend levels
of 20% or lower.
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3.2.7 Cold Weather Problems

The fleets were asked about any cold weather ighiggsexperience with using biodiesel. Cold
weather issues with biodiesel are also discussexétion 2.3.1. Thirty-eight out of forty fleet
users responded this question, with nine survegoredents reporting fuel gelling in the fuel
supply lines and filter plugging at the engines wihéodiesel was used under cold conditions.
The fleets who had problems with running biodidsiehd fuel in winter were mostly in the
states with severe winters, including Hennepin @pim Minnesota, the Salt Lake City Airport
in Utah, Glacier National Park in Montana, Arlingt@€ounty in Virginia, the King County
Metro in Washington State, the Oregon State DOTnt&® County in Kentucky, and the
Washington State DOT. Because of filter pluggingaid weather, the Salt Lake City Airport
and King County Metro have stopped using biodiesehd fuel since the end of 2008. Glacier
National Park runs biodiesel blend fuel only fromriAto October. Among the nine fleet users
that experience cold weather problems with biodiese, all of them are B20 users, with five of
them also running several different blends fromt&880.

Thirty biodiesel users experienced no cold weajm@blems attributable to biodiesel fuel,

although most of these users are located in thesstéathout severe winter. Eight biodiesel diesel
users with cold weather problems stated they mahtagase biodiesel blend fuel year round by
adding flow additives, blending in a certain petege of No. 1 petroleum diesel, or switching to
a lower percentage of biodiesel in winter. For eplamArlington County has experienced no
cold weather related operating problems after thenty’s biodiesel supplier added a cold flow
additive to the B20 from Octobef* through March 18. The Oregon State DOT has been using
50% No.1 diesel and 50% No.2 diesel as the petmleamponent in the winter season to avoid
fuel gelling in the fuel lines. The State of Wagjton DOT and Minnesota Hennepin County
also use a lower percentage of biodiesel in theeriseason. New York City operates B20 and
B50 in its city fleets from March to December andtshes to B5 in January and February to
avoid fuel gelling problems.

The survey results about biodiesel cold weathettedl problems suggested that biodiesel blends
can be operated year round in most of the stateebgloping a cold weather management plan,
such as, adding cold flow additives, using lowerdi@sel blend levels, and/or blending in a
certain percentage of No.l1 diesel with the biodiégel in winter to improve its cold flow
properties.

3.2.8 Fuel Storage and Handling

The biodiesel fleet users were asked if they haper®enced any biodiesel fuel storage problems.
Potential problems with storage and handling ofllasel are also discussed in sections 2.3.2 and
2.3.3. The majority of fleets stated that they dmt make any changes in their fuel storage
routines to accommodate biodiesel fuel and expes@mo biodiesel fuel storage problems. The
Las Vegas Water District, the Salt Lake City AifpdBlue Sky Shipping, the Nevada Clark
County School District, and the state of Oregon D&Eerved incidental microbial growth in
the biodiesel fuel storage tank. The Clark Countiad®! District, Blue Sky Shipping, and the
Oregon DOT stated that algae growth problems desamga after the fuel storage tanks were
cleaned and biocides were added. Grand Teton Nstidark, Blue Sky Shipping, the Clark
County School District, the New Jersey Medford Tehip School District, Arlington County
Virginia, the Washington State King County Metragedegia Power Company, the Oregon State
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DOT, the Arizona DOT and the North Carolina DOT &anucreased biodiesel fuel tank and
storage tank maintenance procedures. They inclndecaease in fuel dispenser filter changing,
more rigid tank cleaning, monitoring fuel storageks and fuels, and adding winter additives
and biocide. Picture Rocks National Seashore kegit supply of B100 in portable drums so that
the fuel can be warmed up before splash blendingglthe winter season.

Biodiesel fuel has a shorter storage life thangbetrm diesel. The National Biodiesel Board
recommends that B100 should be stored no more sixamonths. A common practice among
the biodiesel users from this survey is that th&yally do not store biodiesel more than 120 days.
Some biodiesel users indicated that they were wargful not to fuel vehicles or machines that
are likely to sit unused for periods of more th@ndays.

3.2.9 Biodiesel fuel Quality

A very important issue associated with biodiesgblementation is biodiesel fuel quality. The
Medford Township School District reported one iride of developing solid particles in their
fuel storage tank due to poor fuel quality. The @f Portland and the Nevada Clark County
School District reported that filters were clogghee to excessive glycerin in the biodiesel. The
state of North Carolina DOT fleet management teanpheasized that it is very important to
obtain biodiesel from the biodiesel producers caampl with BQ-9000 to minimize filer
plugging and storage problems. BQ-9000 is a codiperand voluntary program initiated by
NBB for the accreditation of producers and marketdrbiodiesel fuel to ensure good quality of
fuel, as discussed in Section 2.3.4. Some othatidsel users stated it is important to obtain
B100 biodiesel conformed meeting ASTM D6751. A lgdt biodiesel refueling stations in
California is provided in the Appendix C.
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Table 3-3. Survey Results from Biodiesel Fleet Oper  ators

Assateague Island, MD Biscayne, FL National Capitol , DC Pictured Rocks, Ml
When did you start? 2002 2004 1998 2000
Still Using?
Feedstock? Don't know Rape Methyl Ester, Yellow Grease Soy Methyl Ester Soy Methyl Ester
Biodiesel Blend Level? B100
Petroleum component? #2 year round None #2 diesel Blend of 50% #1 + 50% #2

How is it blended?

At terminal + "splash mixed"

At terminal + "splash mixed"

Blended in storage tanks

Changes to storage routine?

No

Keep less in stock.

N/A

No

Cold storage?

No changes needed.

No changes needed.

No changes needed

Yes

Storage Problems?

Types of engines

All diesel in fleet

Other diesel equipment

All diesel engines in fleet

All diesel engines in fleet

Use Year Around?

Gall/week Est. 250 450 200 80
Price difference? $1.59/gal for B20 $1.00/gal $0.15
Filter problems? Blend level? None Filters plugging at the engine Unusual residue: gel Unusual residue: sludge
Filter problems persist? Abated Not Yet One time occurrence
What kind of filters? Multiple types of filters Don't know One type: paper
Weather problems? None None None None
Power difference? No Less No More

Change in fuel mileage?

Not measured

Not measured

No change noted

Not measured

Fuel system problems?

Not monitored

Seals+injectors fail more frequently

gel from HUM bugs

Not monitored

Engine oil analysis?

No changes noted.

No changes noted

No changes noted

No changes noted

Lubricant degradation?

Oil change interval? No change. Only when main engine seals fail No No
Elastomer seal problem? Yes
Abnormal engine wear?
Other Maintenance issues? No Day tank floats stick on engine Yes No

Type of exhaust and
aftertreatment? Problems?
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Grand Teton, WY

Yellowstone, WY

Redwood NP, CA

Gl acier NP, MT

When did you start? 2000 1995 2005 2003
Still Using? Yes Yes, only for summer
Feedstock? Soy Methyl Ester Other Don't know Don't know
Biodiesel Blend Level? B20-B80 B20
- 0,
Petroleum component? #1 (Nov Fel;)doilzgd S0%#1 + None #2 Year round #1 Oct.-April

How is it blended?

At terminal + "splash mixed"

At terminal + "splash mixed"

Don't know

Blended in tank

Changes to storage routine?

Monitor fuel storage tanks + fuels

No

No

No

Cold storage?

No changes needed

No changes needed

No changes needed

No changes needed

Storage Problems?

NA

Types of engines

All diesel engines in the fleet

All diesel engines in fleet

Off-road machinery

Road Maintenance truck

Use Year Around?

NA No, too cold in winter
Gallweek 1300 4000 200 500
Price difference? $0.18 None $0.30 $0.50
Filter problems? Blend level? No Problems No problems No Filter plugging in winter
Filter problems persist? Abated after stop in winter
What kind of filters? Napa filter for chevy duramax
Weather problems? None None Filter plugging, ﬂ.JeI gelling in
supply line
Power difference? Less No No Less
Change in fuel mileage? Increase of OZEgI;S on Kenworth Zero change in MPG No change noted No change noted
Fuel system problems? Routlnely_monltored, but no Routinely _monltored, but no NG ErieTEs Fuel pump and injector
differences difference

changed at 80,000 miles

Engine oil analysis?

No changes noted

No changes noted

No changes noted

No changes noted

Lubricant degradation?

NA Not monitored
Oil change interval? No No No No
Elastomer seal problems? NA No
Abnormal engine wear? NA No
Other Maintenance issues? No No No No

Type of exhaust and
aftertreatment? Problems?
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Channel Island NP, CA

Salt Lake City International

Sky Harbor International

St. Louis Airport, MO

Airport , UT Airport (Phoenix), AZ
When did you start? 2000 2003 2007 Test in1997, all units in 2001
Still Using? Yes, major reduction No, end in 2008 Yes Yes
Feedstock? Soy methyl ester, yellow grease Rape methyl ester Don't know Soy Methyl Ester
Biodiesel Blend Level? B5-B99.9 B20-B80 B20 B5-B50
Petroleum component? #2 Year round #2 Year round #2 Year round #2 Year round
How is it blended? At fueling vehicle fuel tank At terminal + "splash mixed" At terminal + "splash mixed" At terminal
Changes to storage? No No No No
Cold storage? No changes needed No changes needed No changes needed No changes needed
Storage Problems? NA Yes, algae No No

Types of engines

Off-road machinery (boat)

All diesel engines in fleet

Road maintenance truck, off-road
machinery, standby generators

Off-road maintenance truck,
machinery, airport equipment

Use Year Around? Yes Yes Yes Yes
Gallweek 5-10 NA 1150 1000-2000
Price difference? $0.34 $0.10 $0.02 less unknown
Filter problems? Blend level? Filters plugging at the engine FliErS plqumgu?;:)he S 672 No No problems
Filter problems persist? Abated Stopped using biodiesel
What kind of filters? NA Multiple types of filters
Weather problems? None Yes, filters plug_g_lng under cold None None
conditions
Power difference? No No No No

Change in fuel mileage?

Not measured

No change noted

No change noted

No change noted

Fuel system durability problems?

Routinely monitored, but no
difference

Routinely monitored, but no
difference

Routinely monitored, but no
difference

Longer life for pumps and
injectors

Engine oil analysis?

No changes noted

No changes noted

No changes noted

No oil analysis

Lubricant degradation? NA NA No No
Oil change interval? No No No No
Elastomer seal problem? NA NA No No
Abnormal engine wear? NA NA No No
Other Maintenance issues? No No No No
Type of exhaust and No

aftertreatment? Problems?
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Hoover, AL

Hennepin County, MN

Arlington County, V. A

Las Vegas

Clean Cities
When did you start? 2006 2003 2002 2001
Still Using? Yes, Yes Yes
Feedstock? Soy methyl ester , yellow grease Soy methyl ester Soy methyl ester Soy Methyl Ester

Biodiesel Blend Level?

B20, B100

B5-B20

B5 (Oct-April), B20 (April-Oct.)

Petroleum component?

#2 Year round

Blend 50% #1 + 50% #2

#2 Year round

#2 Year round

How is it blended?

At terminal + "splash mixed"

At terminal + "splash mixed"

At terminal + "splash mixed"

At terminal + "splash mixed"

Changes to storage? No No Yes
Cold storage? No changes needed No changes needed ST freggg:’tlitvz;rsltl-gelllng No changes needed
Storage Problems? NA No NO

Types of engines

All diesel engines in fleet

Road maintenance truck, off-road
machinery, ambulance

School buses, fire trucks, heavy
and medium duty trucks

All diesel engines in fleet

Use Year Around? Yes Yes Yes Yes
Gall/week 500 B5 7700, B20 7700 12,500 6000
Price difference? No $0.05-0.10 more +/- 10% , volatile $0.08
Filter problems? Blend level? No problems Filters plugging at the pump with Filters plugging at the engine and No problems
B20 pump
Filter problems persist? Abated
What kind of filters? Don’t know
Cold weather problems? None Yes Filter plugging None
Power difference? No No No More

Change in fuel mileage?

No change noted

No change noted

No change noted

Increase of .6 MPG

Routinely monitored, but no

Routinely monitored, but no

Routinely monitored, but no

Fuel system durability problems? NA difference difference difference
Engine oil analysis? No changes noted No changes noted No changes noted No changes noted
Lubricant degradation? NA No Not monitorted
Oil change interval? No No No No
Elastomer seal problem? NA NA Not monitored
Abnormal engine wear? NA No No
Other Maintenance issues? No No No No
e, | e aremeamentdevces 10| some win DPF, o ol No

33




Las Vegas Water District, NV

Carnegie Mellon University,

Alcoa Mill Products, IA

Georgia Power Company, GA

PA
When did you start? 2001 2007 2001 1999
Still Using? Yes Yes Yes Yes
Feedstock? Soy methyl ester Don't know Soy methyl ester Soy Methyl Ester
Biodiesel Blend Level? B20 B20 B20 B20

Petroleum component?

#2 Year round

#2 Year round

#2 Year round

#2 Year round

At terminal + tanker truck

How is it blended? At terminal + "splash mixed" Don't know delivered At terminal + "splash mixed"
Changes to storage routine? No, once the system is cleaned, it Yes No No
stays clean
Cold storage? No No changes needed No changes needed VS, TET EEEINTS T [ErIEm

part of state

Storage Problems?

Yes, bio growth in 2001

NA

No

No

Types of engines

Road maintenance truck, off-road

All diesel engines in fleet

All diesel engines in fleet,

Road maintenance truck, off-

machinery, all diesel engines fleet generator road machinery
Use Year Around? Yes NA Yes Yes
Gallweek 7,600 Unknown 5,000 15,000
Price difference? Ever changing, more and less Unknown Vary $0.05-0.25
Filter problemls? Reasons? Blend Filters plugging at the engine, bio No problems No, problems Filters plugging at pump, gunk
evel? growth already in tank
Filter problems persists? Abated Abated
What kind of filters? Multiple types of filters Multiple types of filters
Cold weather problems? Filters plugging at engine None None None
Power difference? No No No No

Change in fuel mileage?

Not measured

Not measured

No change noted

No change noted

Fuel system durability problems?

Routinely monitored, but no

Not monitored

Routinely monitored, but no

Routinely monitored, but no

difference difference difference
Engine oil analysis? No No changes noted Less wear of engine No changes noted
Lubricant degradation? No NA No No
Oil change interval? No No No No
Elastomer seal problem? No NA Yes, only with Perkins engines No
Abnormal engine wear? No NA No No
Other Maintenance issues? No No No No
Type of exhaust and No No aftertreatment devices, no
aftertreatment? Problems? problems
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Blue Sky Shipping, CA

Clark County School District, NV

Deer Valley School District,

St. Johns Public Schools, Ml

AZ
When did you start? 2003 2001 1998 2001
Still Using? Yes Yes Yes Yes
Feedstock? Soy methyl ester and yellow Soy methyl ester and yellow Soy Methyl Ester Soy Methyl Ester, some yellow
grease grease grease
Biodiesel Blend Level? B50-B100 B5, B20, B100 B5 B20

Petroleum component?

#2 Year round

#2 Year round

#2 Year round

#2, 10%#1+90% #2 in winter

How is it blended?

At fueling vehicle fuel tank

At terminal + "splash mixed"

At terminal + "splash mixed"

At terminal + tanker truck

delivered
. Yes, use biocide to prevent algae Yes, yearly tank treatment and
s ; )
Changes to storage routine? growth cleaning No No
Storage Problems? Yes, algae growth Bio growth at beginning, after No No

cleaning, no problems

Types of engines

Pickups and flatbed trucks

All diesel engines in fleet

School buses

Road maintenance trucks, off-
road machinery, school buses

Use Year Around? Yes Yes Yes Yes
Gallweek B50-75 100; B100 125 B5 100,000; B100 5,000 B5 8,000 500
Price difference? $1.00 $0.004 $0.05-0.25 $0-0.20 more
Filter problems? Reasons? Blend Filters plug_ging at pump and Filters pIu_gging at engines, Filters p_Iugging at pump and No
level? engines, algae glycerin, algae, B20 engines at beginning
Filter problems persist? Abated Abated Once it is clean, no problem
What kind of filters? Multiple types of filters Multiple types of filters Don’t know
Cold weather problems? No None None None
Power difference? No No No More
Change in fuel mileage? No change noted No change noted No change noted 1.5mile/g
Fuel system durability problems? Routinelydmg?;fggd, but no Routinel):j;prgp;tr(])ézd, but no NS T EIEs Routinel);;:fg?;fg:d, but no
Engine oil analysis? No changes noted No changes noted No changes noted Less engine wear
Lubricant degradation? Not monitored No No No
Oil change interval? No No No Longer
Elastomer seal problem? No No No No
Abnormal engine wear? No No No No
Other Maintenance issues? REpIEEET [ Ve [MES en No No Maintenance cost reduced

Cummins engines

Type of exhaust and
aftertreatment? Problems?

DPF and OXC, no problems

No aftertreatment devices, no
problems

Some with aftertreat ment
devices, no problems with B20
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Hardin County School District,

Kenton County School District,

Medford Township Board of

North Carolina DOT

KY KY Education, NJ
When did you start? 2003 2004 1997 1995
Still Using? No, Stopped in 2003 Stopped in 2005, price reason Yes Yes
Feedstock? Don’t know Soy methyl est?;,”)és\lllow grease and Soy methyl ester Soy methyl ester , yellow grease
Biodiesel Blend Level? B20 B20 B10, B20 B20
Petroleum component? #2 Year round #1 Dec., Jan. and Feb. #2 Year round NA

How is it blended?

Don’t know

At terminal + tanker truck delivered

At terminal + pipe line delivered

At terminal + "splash mixed"

Changes to storage routine?

No

No

Yes, yearly tank treatment and
cleaning

Yes, increased tank maintenance
procedure

Cold storage?

No changes needed

No changes needed

No changes needed

Yes, winter additives

Storage Problems?

No

No

Solid material developed in cold
winter due to fuel quality

Fuel dispenser filter clogged due
to glycerin

Types of engines

School buses

School buses

All diesel engines in fleet

All diesel engines in fleet

Use Year Around? Yes No, gel problem in winter Yes Yes
Gall/week NA 400 3,000 220,000
Price difference? $0.30 NA $0.20 more $0.09-0.40 higher, average $0.28
Filter problems? Reasons? Blend Abated after monthly oil and No Filters plugging at pump and Filters plugging at pump and the

level?

filter change

engine with B20

engine initially, B20

Filter problems persist?

Abated

No, after first two tanks

What kind of filters?

Multiple types of filters

Multiple types of filters

Multiple types of filters

Cold weather problems?

None

Gelling of fuel in supply lines

None

No

Power difference?

No

No

No

No

Change in fuel mileage?

No change noted

No change noted

No change noted

No change noted

Fuel system durability problems?

Not monitored

Not monitored

Routinely monitored, but no

Routinely monitored, but no

difference difference
Engine oil analysis? No changes noted No changes noted No changes noted No changes noted
Lubricant degradation? Not monitored Not monitored NA Yes, from ULSD
Oil change interval? No No No No
Elastomer seal problem? No No NA No
Abnormal engine wear? No No NA No
Other Maintenance issues? No No $0.02/mile service cost reduction No

Type of exhaust and
aftertreatment? Problems?

No aftertreatment devices, no
problems

Some with aftertreatment, no
problems
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Cedar-Rapids Transit, 1A

Valley Metro, AZ

King Cou nty Metro

Southwest Ohio Regional

Transit Authority (w)
When did you start? 2008 2007 2005 2001
Still Using? Yes Yes No, stopped in 2008 Yes
Feedstock? Soy methyl ester Don’t know Soy methyl ester and canola Soy Methyl Ester
Biodiesel Blend Level? B10 B20 B20 B20

Petroleum component?

#1 oct. - March

#1 Dec., Jan. and Feb.

#2 Year round

#2, 10%#1+80% #2

How is it blended?

At terminal + tanker truck
delivered

At terminal + tanker truck
delivered

At terminal + "splash mixed"

At terminal + tanker truck
delivered

Changes to storage routine?

No

No

Yes , more rigid tank cleaning and
fuel filtering and metering

No

Cold storage?

No changes needed

No changes needed

No changes needed

No changes needed

Storage Problems?

No

No

Could not use in cold weather

No

Types of engines

All diesel engines in fleet

Transit buses

Trucks and buses

Road maintenance trucks, off-
road machinery, school buses

Use Year Around? Yes Yes NA Yes
Gall/week NA 380 NA 500
Price difference? $0.40 $0.07 NA $0-0.20
Filter problems? Reasons? Blend No No Filters plugging _at pump and the No
level? engine,
Filter problems persist? Abated after changing filters more
What kind of filters? Multiple types of filters
Cold weather problems? NA None Filters pluigg]gisrlljgz);r;d”gg!ing of fuel None
Power difference? No No No More
Change in fuel mileage? No change noted No change noted 3% loss 1.5mile/g
Fuel system durability problems? Not monitored Not monitored Routinel):j;prgp;tr(])ézd, ST Routinelydgpfg?;fggd, cuiy
Engine oil analysis? No changes noted No changes noted No changes noted Less engine wear
Lubricant degradation? Not monitored Not monitored NA No
Oil change interval? No No No Longer
Elastomer seal problem? No No NA No
Abnormal engine wear? No No NA No
Other Maintenance issues? No No No No

Type of exhaust and
aftertreatment? Problems?
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Oregon DOT Maryland DOT Arizona DOT lllinois DOT
When did you start? 2004 2007 2000 2002
Still Using? Yes Yes Yes Yes
Feedstock? Don't know Don’t know Soy Methyl Ester Soy Methyl Ester
Biodiesel Blend Level? B5, B20, B40 B5 B5, B20 B5, B10, and small amount of B20

Petroleum component?

#2, 50%#1+50% #2

#2 Year round

#2 Year round

#2, 30%#1+70% #2 (Dec-Feb)

How is it blended?

At terminal + tanker truck
delivered, splashed mixed

At terminal + tanker truck delivered

At terminal + tanker truck
delivered

At terminal + "splash mixed"

Changes to storage routine?

Yes, increased maintenance
procedure

No

Yes , increase fuel dispenser filter
change during start-up

No

Changes for cold storage?

Yes, increased winterization

No changes needed

stop from Nov-Mar in snow area

No changes needed

Storage Problems?

Yes, cold flow and
contamination

No

No

No

Types of engines

All diesel engines in fleet

Road maintenance trucks, off-road

Road maintenance trucks, off-road

Road maintenance trucks, off-

machinery, all diesel engines in fleet machinery, high way fleet road machinery
Use Year Around? Yes Yes Yes Yes
Gallweek B2 350; B5 6,000; B20 2,600 380 B5 > 2500; B20 > 1500 NA
Price difference? B99 is $1.00 more than ULSD $0.07 $0.36 NA
Filter problems? Reasons? Blend Filters_plugging at_ pump and No No Filters plugg_ing at_ pump and the
level? the engine, wax residue B2-B40 engine with B20
Filter problems persist? Abated after cleaning the tank Yes
What kind of filters? Multiple types of filters Don’t know
Cold weather problems? Gelling of fuel in supply lines None No None
Power difference? No No No No

Change in fuel mileage?

Not measured

No change noted

No change noted

No change noted

Fuel system durability problems?

Routinely monitored, but no

Not monitored

Routinely monitored, but no

Routinely monitored, but no

difference difference difference
Engine oil analysis? No changes noted No changes noted No changes noted No changes noted
Lubricant degradation? Not monitored Not monitored No Not monitored
Oil change interval? No No No NA
Elastomer seal problem? No No NA No
Abnormal engine wear? No No NA No
Other Maintenance issues? No No No No
afte-l;:/rg?atcr’\: :;(tr;a;f(t) Sgﬂq w Some with DPF, no problems No aftertre;tongle;r; 2evices, no No aftertreF;'alrt()n;)cla(;]r:1 gevices, no
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Washington State DOT

United States Postal Service

P  ortland, OR

New York City Park, NY

When did you start? 2005 Yes 2004 2005
Still Using? Yes 1995 Yes Yes
Feedstock? Soy methge(-;sst:r » yellow Don't know Rape methyl ester, tallow, canola Soy methyl ester
Biodiesel Blend Level? B10-B20 B5, B20, B50, B99 B5, B20, B50, mostly B20
Petroleum component? #1lyear round #2 Year round #2 Year round
How is it blended? At terminal + "splash mixed" Don't know At terminal + tanker truck delivered At terminal + tanker truck delivered

Changes to storage routine?

No

Yes, more frequent
maintenance and cleaning

No

No

Changes for cold storage?

Yes, use lower % of blend

No changes needed

Additional filtering at fuel dispensers

No changes needed

Storage Problems?

Yes, fuel degradation

No changes needed

No

No

Types of engines

Road maintenance trucks, off-
road machinery, all diesel

Delivery vehicles

Road maintenance truck

All diesel engines in fleet

Use Year Around? Yes Yes Yes
Gal/week 3,500 4000 B5 1,000; B20 10,000; B100 1,000 B5 8,000; B20, 1360; B50 384
Price difference? $2-$4 for B20-B80 10% more B5, $0.15; B20, $0.60; B99, $3.16 Vary
Filter problems? Reasons? Filters plugging at pump and the Filters plugging at the engine Filters plugging at the engine and No

Blend level?

engine caused by algae, B20

pump, excessive glycerin

Filter problems persist?

Persisted

persists

Abated

What kind of filters?

Multiple types of filters

Mack Tractor Fuel System

Multiple types of filters

Filters plugging and gelling of

No start, but infrequent ; B20 to B5

? R .
Cold weather problems? fuel in supply lines None B99 changed to B50 (Nov.- April.) (Jan, Feb)
Power difference? No No Less No
Change in fuel mileage? Lower No change noted Not measured No change noted

Fuel system durability
problems?

Yes, fuel injector problems

Fuel injector wear

Fuel pump and injector problems

Not Monitored

Engine oil analysis?

No changes noted

No changes noted

Engine oil dilution

No changes noted

Lubricant degradation? Not monitored No No
Oil change interval? No No More frequently No
Elastomer seal problem? No No No
Abnormal engine wear? Fuel injector problems No No
Other Maintenance issues? No Yes No LICloiL e r}iﬁtee rrs o3 EREEEY
Typ of exhaust and Some with DPF or OXC, no
aftertreatment? Problems? DPF, OXC, no problems problems
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4 Other Biodiesel In-Use Experiences

4.1 Government Implementation Programs

Some of the most important experiences with the afséiodiesel are related to programs
initiated by state, national, or regional governtakagencies. These programs generally include
mandates for wider spread use of biodiesel in 8meal diesel market, although the blend levels
are fairly low.

Biodiesel has been used to the greatest extentiiope, where European Union (EU) directive
2003-20-EC (EU, 2003) established progress tarfpgtshe implementation of biofuels into
transportation fuels. The directive targeted the ok 2% biofuels, calculated on the basis of
energy content, in the fuels by 2005, ramping up.7%®% by 2010. The EU is also aspiring for a
20% share of renewables in the EU’s energy mixaamdnimum target of 10% for biofuels in
transportation by 2020, although this is not a leggquirement (EU, 2007a,b). The 2% mandate
has already been achieved, but Hoekman et al. {28Bnated that the 5.75% mandate would
not be met until 2012, as opposed to 2010, dueddstock shortages and high prices. Germany,
France, and ltaly are the largest consumers ardupess of biodiesel in Europe (Bozbas, 2008).

Biodiesel blends being utilized in Europe must méet European diesel fuel standard EN
590:2009, which includes biodiesel fuel blends a87. The biodiesel itself must comply with
EN14214. These standards are similar to thosenUSS, but have some differences, including a
stability standard that is not included in the D%ffecification. The biodiesel blends used in
Europe are predominantly lower blends (B5 and Ipwadthough B100 was used extensively in
Germany until 2006 due to a loophole in the tax that specified fuel taxes only for mineral
fuels, which biodiesel is not (Bozbas, 2008). Ollgri& appears that there have not been
significant issues with the implementation of bes#l on vehicle performance and durability in
Europe.

Biodiesel has also been promoted in a number aéstam the United States. This includes
Minnesota (2005) and Washington that have activadates, lllinois that has a special tax
incentive (NBB, 2003), and Massachusetts, Louisiddew Mexico, Oregon, and Pennsylvania
that have passed mandates that are expected toptece by July 2010 (NBB, 2009). Biodiesel
use in Minnesota began in 2005 with a B2 requirami&s discussed above, the implementation
of biodiesel in the first winter encountered a nembf issues due to off-spec biodiesel that
required the temporary suspension of the mandatenjunction with an implementation of fuel
quality monitoring requirements. Subsequent toithigal problems, there do not appear to be
any significant negative impacts on vehicles reldtebiodiesel use. Minnesota has now adopted
legislation designed to increase the percentageiaafiesel to B20 by 2015 (NBB, 2008). In
lllinois, biodiesel in the form of B11 has beconmmon, since special tax advantages have
been provided to blends above B10 (NBB, 2003). &ltth no large problems have been
reported with this program, it is worth noting tlathe most recent B20 blend study conducted
by NREL, several B11 samples were found to be toédéad as B20 (Alleman and McCormick,
2008). This survey was conducted prior to the im@etation of pump labeling requirements
from the Federal Trade Commission that took efie@ecember of 2008.

40



4.2 Biodiesel Fleet Demonstration Studies

The use of biodiesel has increased considerabfgaant years and there is a growing body of
data on the use of biodiesel in fleet or vehiclpli@ptions. Still, the information available on
fleet operations in the peer review literature btammed through a systematic study is more
limited. This section focuses predominantly ontfledies where the use of biodiesel in a fleet
was systematically controlled, monitored, and sgbseatly reported.

In Europe, as part of the “Stability of Biodies¢éBIOSTAB) study (2003), a four vehicle fleet
was run for 19 months on a B5 made from used frgihgOver 40,000 miles of operation was
accumulated with the B5 fuel. The engine lubricdnogl delivery system, and fuel storage
system did not show any significant deteriorati@oame problems were reported with the
oxidation stability of the bottom layers of thersige vessel significantly exceeding the EN 590
limits, however.

NREL evaluated a fleet of 9 buses from the Regidmahsportation District of Denver over a
period of 2 years (Proc et al., 2005, Proc, 2006 buses were 2000 Orion Vs equipped with
Cummins ISM engines. Five of the buses were opg@ateB20 while the other 4 were operated
on regular petroleum diesel and each bus accundubgteroximately 100,000 miles over the
same bus route. The in-use data showed no differenthe average fuel economy, although
laboratory testing showed a 2% reduction in fuelneeny for the B20 vehicles. Engine and fuel
system related maintenance costs were nearly aénbetween the two groups with the
exception of repairs needed during the final manthone of the B20 buses. There were some
problems with fuel filter plugging, which was liketaused by out of specification biodiesel,
although the exact cause was not determined. Tioalduodiesel levels in the delivered loads
showed an erratically varying biodiesel contente Tirel samples collected from the vehicles, on
the other hand, were near or at B20 indicating aenemmplete blending occurred during
delivery and in offloading of the fuel. Oil analgséndicated no additional wear metals and
significantly lower soot levels from the use of B20

NREL worked with the St. Louis Metro on an in-us@leation of biodiesel in their transit buses
(Proc, 2006). The objective of this demonstrationjgrt was to compare B20 and ULSD buses
in terms of fuel economy, vehicle maintenance, magierformance, component wear, and lube
oil performance. The study included 15 2002 GiRigantom buses with Cummins ISM engines,
with 8 operating on B20 and 7 operating on ULSDe Tuses were initially monitored for a
period of one year from October 2006 to Septeml@&72 Throughout the operation period,
documentation was collected for vehicle performaamog operation (mileage accumulation, fuel
use, maintenance costs) and subsequently analyhedstudy showed the B20 group exhibited
similar reliability to the ULSD group (measured byad calls), but B20 group had higher
incidence of fuel filter and fuel injector replacents. Lube oil analysis indicates soot and wear
metals were notably lower with B20 group. Viscostyd corrosive metals were generally less
degraded from ULSD use, but the results from thé g@up were still “in grade”.

Biodiesel has been used extensively by the US P8stvice (USPS), with usage near the
1,000,000 gallon level per year during 2003 and4200 2004, 929 USPS cargo vans, truck
tractors, spotter tractors, and step were using BB8 USPS removed engines and fuel systems
from 8 vehicles that were operated on biodieseluoting four 1993 cargo vans and four 1996
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Mack tractors (Fraer et al., 2005). The enginesasggmted 4 years and more than 600,000 miles
of use on B20. The engines and fuel system compeneare disassembled, inspected, and
evaluated. The results indicated little differenbesnveen the operational and maintenance costs
for the B20 and petroleum fueled groups and ncerbfices in wear or other issues were noted
during engine teardown. The Mack tractors did heategher frequency of fuel filter and injector
nozzle replacement, as well as some sludge buildrughe rocker arms. Similar observations
were not found for the Ford vehicles, which coukl related to the smaller volume of fuel
circulated in these smaller engines. Additional kweas done with the USPS with a new cargo
van to evaluate and compare fuel economy and nment® over a one year period (Proc, 2006)

The military is the largest user of biodiesel ie tnited States. One B20 demonstration was
conducted at Scott Air Force Base in lllinois (Keaand Benton, 2002). No filter plugging or
other operational problems were reported during de@monstration. Fuel quality was monitored
throughout the study, and several loads of B20 edee the military limit on solids content, with
many containing visible solids.

Arlington County, Virginia, implemented B20 in 138hool buses and other vehicles in 2001
(Atheron). By 2004, Arlington County was consum&@f,000 gallons of B20 a year. During the

years of B20 use, maintenance personnel reportédcnease in problems attributed to B20 use.
Arlington County reported no operational other anfor storing and dispensing B20. Before

the initial B20 was shipped to the site, the dietetage tanks were thoroughly cleaned and fuel
filters on the dispensers were switched to a €ge than 10 microns. Arlington County reported
there was no unexpected rise of filter plugging ared system problems were slightly reduced.

Arlington experienced no cold weather-related ofpegeproblems after additives were added to
the B20. A user survey from Arlington County, Vim@ is included under section 3.

In Las Vegas, the Clark County School District batensively used B20 with its buses (Clean
Cities News, 2004b). The school district began aigmall pilot project in 2001. Beginning with
the 2002-2003 school year, the school district hegmning almost all of its 1,140 buses on
biodiesel. The biodiesel is supplied by Biodiesedlustries, which utilizes locally obtained
restaurant grease from the hotel-casino industrysér survey from the Las Vegas Clean Cities
is included under section 3.

A feasibility study for the use of biodiesel in t@altrans fleet was conducted by the University
of California, at Riverside (UCR) (Miller, 2008)wEnty-one diesel vehicles were fueled on B20
and operated over their typical driving conditi@hging the one-year demonstration period. The
vehicles operated in the demonstration progranudesd construction equipment, utility trucks
and dump trucks with model years from 1986 to 2003otal of 10,807 gallons of B20 were
consumed during the initial six months of the pewgr No special precautions were taken with
respect to cleaning of fuel storage tanks, veHigd tanks, or accelerated changes of fuel filters.
The demonstration pilot program results showeddweise maintenance issues were identified.
The fuel was utilized in a variety of ambient cdiadis from desert heat to colder mountain
weather operation. Equipment operators and drivalsindicated that performance was
comparable to that of typical diesel fuel.
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UCR conducted an experimental pilot program usirig/@abiodiesel blend with the Riverside
County Waste Management District (RCWMD) (Durbi®08). The demonstration lasted for a
period of 9 months and included between one tavahicles. The demonstration was conducted
in two separate periods of 2 months and 7 mon#spectively. A total of 1000 gallons of B5
was used over the course of the demonstration @mogfhe demonstration vehicles experienced
no adverse effects as a result of the fuel uses ifkludes vehicle maintenance, fuel mileage and
driver satisfaction. The B5 blend was utilized witto vehicles that were equipped with diesel
particulate filters (DPFs). No adverse effectshsas increased backpressure or the need to clean
the DPF, were observed for the DPFs used with the B

DNC Parks and Resorts at Yosemite, Inc. (DNC) cotetlia small demonstration program in
conjunction with UCR and CARB (Durbin, 2005). Thenabnstration was conducted over two
week long periods, including one in the summer @mel in the winter. The in-service DNC fleet
used approximately 1,000 gallons of B20 fuel dutimgse two test periods. During these periods,
the buses experienced no significant operationanamtenance problems with biodiesel or
biodiesel storage. Emissions measurements were pagormed using a portable emissions
measurement system (PEMS) and at CARB’s Heavy-BDatycle I/M Development Laboratory

in Stockton, CA.

In 2002, the Kentucky Division of Energy providedcgt funding to offset the incremental cost
of biodiesel for several school districts (Cleatigdi News, 2004a). Six school systems signed up
to utilize the fuel with blend levels of B2 or B2A.total of 300 buses in this project used B20
and 50 used B2. The fuel was supplied by in stapplgers, Griffin Industries for the yellow
grease and the Kentucky Soybean Board for the asgébiodiesel. The cost differential for the
B20 is approximately $0.15 to $0.20 more for B2&nthegular diesel.

Several small size biodiesel fleet studies weredaoted back in the 1990s. NREL surveyed and
compiled biodiesel demonstration projects that vwemreducted between 1992 and 1997 (Tyson,
1998). This included demonstrations in a steambnahe Ohio River, a bus at the 1996 Atlanta
Olympic Games, and a work boat in Virginia. The @Biepartment of Transportation had a
demonstration project of B20 in five dump truckeismplows (Malcosky and Wald, 1997). The

focus of the study was on maintaining fuel quadihd a total of 60,000 miles of B20 operation
was accumulated. A two year trial was conductetlinnesota on-road maintenance vehicles
using B20 (Bickel and Strebig, 2000). The vehialébzed 25,000 gallons of B20 and operated
for approximately 135,000 miles. The B20 use showeddverse effects on fuel economy, no
deposits or wear in the fuel system, and the alyais showed no unusual engine wear or fuel
dilution.

The University of Idaho in conjunction with variopartners, such as the Pacific Northwest and
Alaska Regional Bioenergy Program, conducted séwmonstrations (Chase, 2000). This
include running a Dodge pick-up truck for over @MOmiles on 100% Canola ethyl ester
(Taberski, 1998) and running a Kenworth class 8kirequipped with a Caterpillar 3406 engine
for 200,000 miles with B50. Oil analyses, compressinjector tests, and engine and fuel pump
teardown inspections did not show any excessive wedeterioration resulting from biodiesel
use.
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4.3 Biodiesel User Surveys in the literature

Humburg et al. (2004) conducted a survey of biadifleet use in different state Department of
Transportation (DOT) agencies in an effort to gatperformance, storage and economic
information with biodiesel fuel use. They found taat time 31 states were either actively
considering, using or had tested biodiesel blendarifor their fleets. Nineteen states reported
program experience with the use or testing of l@seliin their fleet operations. A number of the
states reported increases in filter plugging witle biodiesel use, although all of the states
indicated the problems were resolved when therdillwere replaced. Problems with using
biodiesel in cold weather were not found to be wsptead, although lowa and Ohio did report
filter plugging during cold weather periods. Eigitates reported no changes in fuel pump or
injector durability when biodiesel blended fuel waserated, while nine states did not monitor
this characteristic.

In 2007, University of Missouri conducted a biodlkesnplementation program survey in the
states DOT with the goal to provide best practifmgsimplementing a biodiesel program in
Missouri DOT (Grasman, 2007). Thirty-six of fortjne states responded to the survey.
Nineteen states have a state-funded biodiesel gamogfhe study showed most states that have
state programs are able to use biodiesel year raltidugh some states lower the biodiesel fuel
blend level to B2 or B5 in the winter season. Ttees that operate biodiesel year round are
illustrated in Figure 4-1. The survey results iaded that almost all states had fuel filter
clogging problems in the initial days of biodiesslage due to the solvent effect of biodiesel.
However, with continued use of biodiesel, fuelefilplugging problems abated since biodiesel
did not generate new deposits. The survey resisitssihowed there were no significant material
compatibility issues with B20 and lower blendstémms of storage tank maintenance, the states
that responded followed different practices to kesyks free of moisture and microbial growth.
Some states used biocide to prevent microbial gro®me agencies stated water traps must be
used with the fuel filters at the storage tank tevpnt water from entering into a vehicle’s fuel
system. The study recommended that procuring Betief best quality is the most critical step
in implementing biodiesel. At the time of this seyy seven states had requirements that
biodiesel suppliers be BQ 9000 certified and thststes had partial BQ 9000 certification
compliance with many other suppliers going for ¢ketification. Figure 4-2 shows the states that
require BQ-9000 accreditation.
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5 Other Research Study of Biodiesel Fleet Durability
5.1 Earlier Studies

Several engine durability tests have been condumtedthe years on biodiesel, although data in
this area is still limited. The National Biodiesebard conducted two 1,000-hodurability
studies in the mid-1990s. One was conducted wiBV#@®2TA DDC engine on a B20 soy-
biodiesel blend (Fosseen, 1995). Several problenese wnoted in this study including
deterioration of fuel injectors, serious ring damagnd problems with fuel atomization. The
authors speculated that the B20 may not have beepause of these issues, although this was
based on similarities of the B20 and regular digseiscosity, heat output, and specific gravity.
The other study used a B20 soy-based biodieselavflummins N14 engine (Tao, 1995). This
test was terminated after only 650 hours due tb puenp deposits, filter plugging, and early
pump failure. Composition tests showed the depeasitaded fatty acid esters.

Peterson et al. (1999) conducted a 1000 hour erdyinability test using blends of B25, B50,
and B100 of a hydrogenated soy-ethyl ester onyigder diesel engine. They did observe some
filter plugging during the winter months for theobiesel blends. They concluded that cold
weather operation required heating for the fueksaand fuel filters. The engine operated on the
biodiesel blend showed equal or reduced wear mataswas much cleaner internally when
operated on 100% biodiesel. Perkins et al. (199d)ad 1,000 hour engine test with three
identical engines powered by 100% rapeseed metigl €RME) biodiesel, B50, and straight
diesel. RME use was similar to that of D2 for eregoerformance, wear metals in the lubricating
oil, and injector deposits. Zhang et al. (1998)ciarted additional tests on these engines and
fuels over a 200-hour test. They found a slightrel@se in power for the neat RME, but no
significant differences in engine wear. Fuel dduatiwas also noted, but only during the first 50
hours of the test. Ali and Hanna (1996) conduct@@@hour engine test on a Cummins N14-410
using a blend of 13% beef tallow, 7% ethanol, af&oc8diesel. The engine suffered some
injection failures during the test, but these weaeed back to cracks in the injector tips due to
improper installation.

In a 1997 study (Williams Labs, 1997b), a seriefuef pump tests were conducted on two B20
blends. One of the blends was made with an on-Bf86, while the other sample exceeded the
limits on the acid specification. The tests witle tn-spec B20 showed no problems. The test
with the off-spec B20 had problems with pressurepdracross the filters and deposits. The
authors indicated that these issues could be w@itdbto the high acid value, although Waynick
(2006) in a subsequent review indicated that dbffees in the total glycerin may have
contributed to the observations.

Some injector tests were performed with a Cummisi)Linjector using three B20 blends, a

B100, and three diesel fuels (Stavinoha, 2000). fEése results showed that while the average
flow loss was never a problem for any of the fuéh® visual deposit rating of the injectors

showed that each B20 fuel was significantly woltsanteither the B100 or the corresponding
petroleum diesel.

a7



5.2 More Recent Studies

The impacts of biodiesel on seals, gaskets, h@sesmetal surfaces that the fuels contact are
one of the several concerns for biodiesel useesnErand McCormick (2005) conducted a set of
tests of evaluate the compatibility of elastomeith wiodiesel and ethanol diesel blends. For this
test, six different elastomers were soaked in &fication diesel fuel, a 15% ethanol blend, and
a B20 blend for 500 hours at“4Q) The elastomers were subsequently examined ifcknibss,
diameter, and break load before and after beingesbim the fuels. The elastomers soaked in the
B20 blend did not show any significant differen¢esn those soaked in the diesel fuel and it
was concluded that all the tested elastomers wenepatible with B20. Some effects were
observed for the ethanol blends, and it was comecdutiat these elastomers may not be fully
compatible with ethanol blends for all applications

The Associated Octel Company Limited of the Unitédgdom (Terry et al., 2005, 2006)
conducted several tests on biodiesel blends taatalkystem durability as part of the CRC-2a
program. This included elastomer immersion tesiigctor wear tests and fuel pump wear tests
with B5 and B20 blends using rapeseed methyl estérsoy methyl ester, including some highly
oxidized blends. The elastomer immersion tests sldaWwat fluorocarbon elastomers of medium
to high fluorine content were the most compatiblthvhe biodiesel blends. Some of the other
candidate materials showed generally good resistdmncchanges in physical properties, but
exceeded the typical acceptable levels of deg@uatione or more tests. The injector wear tests
over the 500-hour test period and fuel pump lutyritgsts both showed satisfactory performance
for the typical B5S and B20 blends. The injector &unel pump wear tests for the highly oxidized
B20 blend had to be cut short due to filter bloekdgowever. Tests on a common rail test rig
also showed that the test fuels provided adequatécity over the range of fuels and test pumps
evaluated.

Thomas et al. (2007) from Dupont conducted a sttalyevaluate fluorocarbon elastomer
compatibility with B20 and B100 fuels contaminateth water and/or free fatty acids. The
research study results showed that several fludiocaelastomers were damaged by both
contaminated B20 and B100. The study indicated ithatnecessary to improve the formula of
elastomers in order to meet material compatibrkyuirements under the worst fuel conditions.

More recently, Caprotti et al. (2007) conductedeses of tests to study the impacts rapeseed
methyl ester (RME) biodiesel and biodiesel blenddghe performance of fuel injectors of future
light-duty, indirect injection engines. The tessuls indicated that RME could generate higher
levels of deposits on swirl chamber and future BYitgpe rail injection systems.

5.3 Engine Oil Dilution

Engine oil dilution is an important issue for bgihtroleum diesel and biodiesel applications.
While both fuels can dilute the engine oil to soméent, the petroleum diesel more readily
volatizes off for the oil and eventually is reledgbrough the ventilation system. Biodiesel, on
the other hand, has a higher and narrower boilmge and also tends to form larger droplets
exiting the fuel injectors (Kotrba, 2009). Thusodiesel tends more to remain in a liquid form
on the cylinder wall, and to bypass the rings itite crankcase. Once in the crankcase, the
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biodiesel can degrade to form organic acids thatreact with metals and start to polymerize,
leading to deposits.

NREL has conducted some research to better unddrgte possible impacts of oil dilution on
emissions control systems (Thornton et al. 2008yikes with DPF-type aftertreatment systems
utilize fuel injection either late in the combustioycle or downstream of the engine, providing
additional potential pathways for oil dilution. ThRREL research focused on a light-duty engine
platform with two different emission control systena NQ adsorber catalyst (NAC) with a
DPF, and a selective-catalytic reduction catal®ER) with a DPF. The NAC/DPF system
utilized late in-cylinder fuel injection for regeragion. For the NAC/DPF system, biodiesel oil
dilution levels ranged from 5-10% for oil samplasging from 50 to 150 hours in age. For the
SCR/DPF system, biodiesel oil dilution ranged fre#8% for oil samples ranging from 50 to
75 hours in age. The impacts of this biodiesel diition on engine performance and the
emissions control system showed no differences ttmse for a baseline diesel.

Chevron Oronite has developed an oil additive tfp hmitigate the impacts associated with

biodiesel oil dilution in the engine crankcase (btrs, 2009). The engine oil additive is designed
to counteract the effect of the organic acids angrévent oxidation of the FAME and formation

of deposits.
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6 Conclusions and Recommendations

The California Air Resources Board is conductingoanprehensive study to better characterize
potential issues with the use of biodiesel withpees to durability or emissions as part of its
efforts to implement a low carbon fuel standardisT$tudy focuses on the potential impacts of
biodiesel on vehicle/engine durability and implema¢éion and represents one element of this
comprehensive study. This study included a comprgiie literature review and a survey of
biodiesel fleet users to study the impacts of kasel, biodiesel blend level, and feedstocks on
engine durability, fuel systems, material compétipiexhaust and aftertreatment systems, cold
weather problems, storage and handling, and casty Fagencies responded to the survey
including national park sites, airports, county amdnicipal fleets, school districts, private
companies, state Department of Transportation aggnarious city transit agencies, as well as
a few other users of biodiesel, such as the USaPS8stvice.

A summary of the conclusions of this study for penary topic areas is provided as follows:

Biodiesel Production and Use
* The use of biodiesel has increased considerabtiignUnited States from a production
level of 2 million gallons per year in 2000 to 7@dlion gallons per year in 2008.

» Biodiesel is also extensively used throughout Eeyophere governmental initiatives
have promoted the use of up to B5 in the markegpldbis program has been largely
successful in terms of impacts to the vehicle fleeid indicates that biodiesel can be
implemented successfully into the larger markemlakt is suggested that the fuel
specifications and monitoring and enforcement @ogy in Europe be used as a guide for
the implementation of biofuels in California. Sealestates have either implemented or
are in the process of implementing programs toemse the use of biodiesel and other
biofuels. These programs should be monitored asdhe being implemented, especially
as higher levels of biodiesel become required important to note that issues with fuel
quality were identified during the initial implentation of the biodiesel program in
Minnesota, reinforcing the important of monitoriaigd enforcement programs.

* In our survey, some national parks and cities hasen using biodiesel blends dating
back to 1995. The amount of biodiesel fuel usedth® surveyed fleet users varied
significantly, ranging from 80 to 220,000 gallonsgk.

* The most common biodiesel blend fuel used by theeged fleets is B20. The biodiesel
fuel blend level varies significantly among the dhesel fleet users, ranging from B5 to
B100. Soy methyl ester is the major feedstock fiodiesel fuel. Some users also use
Biodiesel fuels made from other feedstocks, suctaps methyl ester, yellow grease and
tallow.

Fuel Quality and Warranty | ssues

« ASTM fuel quality standards are in place for thaliadn of up to 5% biodiesel in
traditional petroleum diesel (ASTM D975), for biedel blends between 6 and 20%
(ASTM D7467), and for the pure biodiesel (B100) tseroduce these blends (ASTM
D6751). These specifications are comparable toethused in Europe for blends of B7

50



(EN 590) and for the B100 (EN 14214), although BHuzopean specifications include a
stability requirement in EN 590 for the low levééids.

All engine manufacturers provide certain warrantieghe engines powered by biodiesel.
While B5 is accepted by all engine manufactures, uke of biodiesel at blend levels
higher than B5 depends on the specific engine naatwfer and engine being used. The
potential impact of regulations requiring blenddksvhigher than 5% should be examined
by CARB as part of their regulation implementatioh. consortium of diesel fuel
injection equipment manufacturers (“FIE Manufacturers”) h&s a&expressed concern
that ASTM D975 does not include a stability regoiemt and that the stability induction
period of 6 hours for ASTM D7467 for B6 to B20 bdlsnis considerably less than the
induction period of 20 hours required in EN 590tends up to B7.

Fuel quality surveys have shown issues with fualiguin the recent past. Fuel quality
appears to be improving in the more recent survagspugh there still appears to be
issues with biodiesel produced by smaller productiolume facilities. The biodiesel
industry has developed a BQ-9000 program that guaity control and monitoring
program for biodiesel producers and distributotsisprogram includes requirements for
the testing and monitoring of fuel quality for pHrticipants who receive accreditation. It
is suggested that the appropriate California agestoyuld evaluate developing fuel
quality monitoring and enforcement programs fordiesel that are comparable to those
used for other motor vehicle fuels. This could udd provisions such as more aggressive
enforcement during the initial implementation tosare no off-spec fuel enters the
marketplace and specifications for a subset of paegameters that will be tested on each
batch of biodiesel produced, similar to the BQ-988§uirements.

Biodiesel fleet surveys strongly suggested thabiallliesel users obtain B100 and B20 or
lower blends complying to ASTM D6751 and ASTM D74étandards, respectively.

Procuring biodiesel fuel from BQ 9000 certified guoers and distributors was

considered a critical step by those surveyed tairamg successful implementation of a
biodiesel program at a fleet level.

Fuel Storage, Handling, and Operational Issues

Biodiesel fuel has solvent properties and will dige the deposits accumulated in the
vehicles run petroleum diesel before and fuel g@tanks used to store petroleum diesel
previously. The dissolved sediments can causer fijtagging at the initial stage of
biodiesel use. Once the filters have been changddwel storage tanks are thoroughly
cleaned, filter plugging problems should be rest\eis suggested that extra fuel filters
be maintained on hand during initial use, as fiftergging is more likely in the first few
tanks. Filter plugging was more prevalent at bisdidevels of B20 and above, although
other factors, such as the quality of the biodies@trobial growth, the cleanliness of the
fuel tank, and other components, also appear tmpertant factors.

In practice, most users of B20 typically do notacieheir fuel tanks prior to use since the
solvent effect for B20 is not as strong as thatBan0. The effects of B100 would be

greater so it is recommended that the fuel tankddsned and extra precautions be taken
with straight B100 use. Most biodiesel users ingbesey did not make any changes in
fuel storage routine to accommodate biodiesel iNale of the surveyed biodiesel users
increased biodiesel fuel tank and storage tank tea@mce procedures, including more
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rigid storage tanks, increasing fuel dispensintgrfichanges, and adding winter flow
additives and biocides.

Of the 40 agencies surveyed, 22 recorded fuet filliegging issues, while 18 reported no
fuel filter plugging issues. Filter plugging appeérto be mostly at levels of B20 or
higher, and 18 of the agencies reporting fuelrfifiigging indicated that the problems
were encountered only during the initial period wheodiesel fuel was introduced to
tanks previously storing diesel fuel. Persistetterfiplugging was reported by four
agencies.

The oxidation stability of biodiesel is generallprge than that for petroleum diesel fuel.
Studies have shown that B100 that does not coataiynthetic antioxidant will begin to
oxidize immediately during storage and that B100usth not be stored more than several
months unless it is additized. Studies have shdwah phenolic—based antioxidants are
effective in preventing acid and insoluble formatiduring storage. The National
Biodiesel Board recommends a six month storage fiiie B100 meeting ASTM
specifications.

Other potential issues associated with biodiesehge include microbial growth, water
contamination, and gelling in cold climates (dis®d below). These problems can be
mitigated with the cleaning of fuel tanks, the o$éiocides, and the use of filters on the
fuel dispensers (e.g., 10 micron) that can preweter from entering a vehicle’s fueling
system.

Microbial growth in the biodiesel fuel storage tankas found by several biodiesel users
that were surveyed. Biocides can be used to prawésrbbial growth in the biodiesel
fuel storage tank.

Given the likelihood that large numbers of fueltdiitors and storage facilities will not
make changes to accommodate the biodiesel fuslsitggested that precautions be taken
or advisements be provided on potential issuedeadt during the initial stages of
widespread implementation.

Material Compatibility and Engine Durability | ssues

Biodiesel can cause degradation, softening, orisgeprough some hoses, gaskets, seals,
elastomers, glues, and plastics with prolonged sx@ Concern about elastomer
degradation is more critical for applications wh&®00 is used, as opposed to B20.
Nitrile rubber compounds, polypropylene, polyvinygnd Tygon are particularly
vulnerable to B100. Materials such as Teflon, Vjtbaorinated plastics, and Nylon, on
the other hand, are compatible with biodiesel. ©Oldehicles manufactured before
approximately 1993 are more likely to contain materthat could be affected by B100
over longer periods.

For use at more standard B20 and lower blend |eddREL (2009) indicates that fleet
experience over the last 10 years has shown thaerisacompatibility issues are
minimal, even for elastomers made of materials sashnitrile rubber that are not
compatible with higher biodiesel blends.

Studies where elastomers are soaked in biodies& slaown fluorocarbon elastomers
with good compatibility for biodiesel. A range other candidate materials have also
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shown good compatibility with biodiesel, althouglonge studies have shown an
exceedance of acceptable levels of degradatiorsdore properties or higher levels of
degradation when the elastomers are tested withpaft biodiesel.

* For the survey, nearly all fleets reported no elasr seal problems associated with
biodiesel use, with twenty-four biodiesel fleet issanswering the question. While one
user noticed early elastomer failure when an engiae operated by B100, two other
users recorded no elastomer failure problems witb0Buse. Some users did not respond
to the materials compatibility question.

» Biodiesel provides improved lubricity compared tetrpleum diesel but also higher
viscosity that can impact injection quality and Ifugtomization. Laboratory or
bench-scale tests have shown that biodiesel mestegjfications is generally acceptable
from a durability standpoint, although there werawmber of failures on tests where
oxidized or otherwise off-spec biodiesel was used.

* The surveys showed no adverse effects of biod@séhe vehicles or engine wear. Some
biodiesel fleet users observed less engine wear iafiplementing biodiesel, which could
be due to biodiesel's enhanced lubricity.

* More than 50% biodiesel fleet survey respondemgsrted that fuel pumps or injector
systems were routinely monitored and no differemcéhe fleet fuel pump or injector
durability was found with blend levels ranging froBb to B100 when comparing
biodiesel to petroleum diesel. Six biodiesel flesers recorded more frequent fuel
injector or fuel pump failures, but with no clederd level effect. The St. Louis Airport
observed longer fuel pump and injector life aftexdiesel was adopted.

* Biodiesel fleet repair and maintenance survey tesadlicated that biodiesel has minimal
impact on fleet exhaust and aftertreatment syst@me.biodiesel fleet users documented
a slightly vehicle maintenance cost reduction latted to biodiesel, but this was not a
finding from a systematic study.

» Since biodiesel has a higher and narrower boilargye, it tends to form larger droplets
exiting the fuel injectors. This can lead to greamounts of biodiesel remaining on the
cylinder wall where it can bypass the rings inte tirankcase and cause oil dilution. In
some limited studies, NREL found increased oil til for light-duty vehicles with
aftertreatment after 50-150 hours of operation,tbist did not have an impact on engine
or emissions performance. Most of the surveyeddlgelicated they did not change their
engine oil change interval after adopting biodidsel.

Biodiesel I mpacts of Vehicle Performance

» Biodiesel contains approximatehi% oxygen by weight, which accounts for its lower
heating value and lower volumetric energy contéiifie energy content difference
between petroleum diesel and biodiesel depends wariaty of factors including the
feedstock and refining processing and blend IeM&EL (2009) gives the energy of
biodiesel (B100) as roughly 8% less than diesel2Ndhe EMA suggests that B100 may
lower engine power approximately 5-7% lower comgate petroleum diesel fuel.
Biodiesel blends of B20 and lower typically do mesult in observable power loss or
reduction in fuel economy.
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Biodiesel did not have a negative impact on engiower for the fleet users surveyed.
Thirty-one biodiesel users reported no engine podifierence was noticed when
biodiesel fuel was used. Four fleet users recolelesi power on biodiesel compared with
conventional diesel. On the contrary, four biodiassers observed increases in engine
power.

Twenty-seven biodiesel fleet users reported no gdan fuel economy while using
biodiesel fuel. A smaller subset of four biodiegsérs found that fleet fuel mileage was
reduced as much as 1.5 mile/gallon when using ésadli Other users did not track the
fuel mileage.

It should be noted that these comparisons are quaktative, as they are not necessarily
based on systematic studies and the results weranmabyzed statistically, and, in the
case of power, are not based on actual measurements

Cold Weather 1ssues

Biodiesel has a higher cloud point and pour poorhpared to petroleum diesel, which
can lead to operational issues in cold climatesh & filter plugging due to wax buildup
or reduced fuel flow.

Biodiesel blend fuel can be operated year rourdast of the states by developing a cold
weather management plan, such as using lower gagesnof biodiesel, adding cold

flow additives, and blending in certain percentagieblo.1 diesel with the biodiesel fuel

in winter to improve the fuel cold flow property.REL (2009) suggests that users
specify to the blend supplier that the fuel remainstal free at temperatures down to -
14°F for regions that experience more severe ws#asons.

Nine surveyed biodiesel fleet users observed fedlingg and filter plugging in cold
winter conditions and Glacier National Park indechthey only operate biodiesel in the
summer.
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Appendix A — Brief Survey of Biodiesel Use

As a part of a research effort involving the uééiodiesel blends in California, we are
surveying biodiesel users about their experientk bibdiesel. We understand that your time is
valuable and have tried to structure this survegllmv you to proceed quickly. Once complete,
we request that it be saved and E-mailed to mjiacey@ucr.edu.

Thank you for your time,

Michelle Jiang

University of California, Riverside
CE-CERT

Please answer by marking the appropriate box pmegede appropriate response. In questions
requesting additional input you may type in theeride area as necessary. Don’t worry about
formatting your response.

1) Has your department used or tested the useodidsel fuel?
[ ]Yes Proceed to question 4.
[ ] No
2) Has your departmestudied or considered using biodiesel or a biodiesel blend?
[ ] Yes

[ ] No In this case you need proceed no further, but pleasforward this survey with

your marked responses tanjiang@-cert.ucr.edurhank you for your time.

3) If you considered a biodiesel blend but eleatetl to use it at this time, what factors
affected your organization’s decision? Checktst tapply.
[ ] a) Cost of fuel
[ ] b) Questions regarding storage
[ ] c) Questions regarding performance or endurance
[ ] d) Questions regarding cold weather propertigb®fuel
[ ] e) Other factors ?
4) What year did you start to use biodiesel blends?
Are you still using biodiesel?
[ ] a)Yes
[ ] b)No. When did you end?
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5)

6)

7)

8)

9)

10)

11)

What were the reasons to stop using biodiesel?

What is the feedstock for the biodiesel bleneld®s
a) Soy Methyl Ester?

b) Rape Methyl Ester?

c) Yellow Grease?

d) Walnut?

e) Tallow?

f) Other? What is it?__

g) Don’t know

ODdodood

What is your biodiesel blend level

What is your petroleum component?

[ ] a)#2 diesel year around

[ ] b)#1 diesel during the months _of

[ ] c)Blendof _#1 and _ #2 during the months of

How is your fuel blended?

[ ] a)Blended at a terminal and delivered by pip&line

b) Blended at a terminal and delivered by tankesk?

c) Blended at a terminal and “splash mixed” imaker delivery vehicle?
d) Blended in your storage tank(s)?

e) Blended at the point of fueling in the vehitlel tank?

oo do

f) Don’t know

Have you made changes in your fuel storagenestio accommodate biodiesel blends?
[ ] a) Yes. If so, what type of changes?

[ ] a)No.

Have you made changes in your storage systeaocmmmodate biodiesel blends in cold
weather storage differently?

[ ] a)Yes. ... What type of accommodations?

[ ] b) No changes needed.

Have you experienced any biodiesel fuel stopagblems?
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12)

13)

14)

15)
16)

17)

18)

[ ] a)Yes. ... What type of problem?

What type of diesel engines are utilizing tredlesel blend fuel?
a) Road maintenance trucks

b) Off-road machinery (tractors, payloaders, diddss, etc)
c) Other diesel equipment. What type of equiprdent

d) All diesel engines in the fleet. What typdleet?__

HEEEEEN

What type of engines?
Do you use biodiesel blend fuel year around?

[ ] a)Yes. ..
[ ] b)No. What are the reasons?_

How many gallons of biodiesel are beingduger week?
B2_ BS B20 B100

What is the price difference per gallon usiraglesel rather regular diesel?_

Since beginning the use of biodiesel, haveegqerienced any documented or anecdotal
problems with filtering fuel that you consider irxcess of your experience with
petroleum fuel?

a) No problems?Skip to question 19

b) Filters plugging at the pump?

c) Filters plugging at the engine?

HEEREEN

d) Any unusual residue or material noted in therfior fuel system?

If so... can you describe the type of materiat #ppeared to plug the filter?
e) Were you able to identify the material caudilgr problems?___
If you encountered fuel filter problems, hawel yound these problems to persist (repeat),
or have they abated?
If you encountered fuel filter problems, di& throblems occur across different fuel filter
types, or in a particular filter type and system?
[ ] a) Multiple types of filters
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19)

20)

21)

22)

23)

[ ] b) One type. What were the types of filters?

[ ] c)Don’'t know.

Have you encountered any weather problems?

a) No cold weather problems,

b) Plugging of engine fuel filters under very colshditions

c¢) Gelling of fuel in vehicle supply lines

HEEEEEN

d) Other problems that you associate with coldthe®
What were the problems?
Have you or your operators noted any differsnoesehicle power when using biodiesel?
[] Yes [ ] More or [ ] Less
[ ] No
Have you noticed or documented any change Imcleefuel efficiency (mileage) since
beginning the use of biodiesel or biodiesel blends?
[ ] a) Not measured
[ ] b) No change noted
[ ] c) Documented difference of mpg when compared to historical use of petroleum
Have you noticed or documented any differenodsiel pump or injector durability in
vehicles using biodiesel or biodiesel blends?
[] a) Not monitored.
[ ] b) Fuel systems routinely monitored, but no défeses detected.
[ ] c) Fuel pump problems have been encounterecasPldescribe in a few words the
types of problems:
[ ] d) Fuel injector problems have been encountevitat type of problems?
Have you noticed any differences in used engihanalyses from engines operating on a
biodiesel blend?
[ ] a) No changes noted.
b) Change in viscosity
¢) Change in oil acidity
d) Engine oil dilution

e) Change in other oil characteristics. Whathey?

oo do

f) Change in indicated engine wear2] More or [ ] Less
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24)

25)

26)

27)

28)

29)

20)

30)

Have you noticed any engine lubricant degradgtroblems?
[] a) Not monitored.
[ ] b) Yes. What type of problems?_
[ ] c) No.
Have you found reason to alter your oil chaimgerval in vehicles utilizing a biodiesel
blend?
[ ] a)No.
[ ] b) How has your oil maintenance schedule changed?
Have you noticed any elastomer seal praoblin the engine fuel system?
[ ] @) Yes. What type of problems?_
[ ] b) No.
Have you noticed any abnormal engine wear prob?
[ ] @) Yes. What type of problems?_
[ ] b) No.
Have you encountered any other vehicle maim@em#ssues that you believe to be
associated with the use of biodiesel blend in ymat?
[ ] Yes Please briefly describe the problem or dssu
[ ] No
Have you encountered any vehicle exhaustmsystgues that you believe to be
associated with the use of biodiesel blend in ymat?
[] Not monitored.
[ ] Yes Please briefly describe the problem or dssu
[] No
Have you encountered any vehicle aftertreatrdewvice problems that you believe to be
associated with the use of biodiesel blend in ylmat?
[] Not monitored.
[ ] Yes Please briefly describe the problem or dssu

[ ] No

How many fleets are using biodiesel blend iaryarganization?
B2 BS B20 B100
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31) What is your organization name?

Thank you for taking the time to answer these qoest Please forward this marked survey as

an attachment tmjiang@-cert.ucr.edu
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Appendix B-Biodiesel Fleet Survey Contact Informatbn

Biodiesel Fleet User State Contact Name E-Mail Phone
Channel Islands Mational Park Kent Bullard, Fleet manager Kent_Bullard@nps.gov 805-658-5745
Redwood Mational and State Parks California Rick Mayle richard_mayle@nps.qov 707 464 6101
Glacier National Park Frank Thompson frank_thompson@nps.qov 406-888-7967
Salt Lake City International Airport Utah Ran Dallinga, Fleet Manager ronald.dallinga.slcgov.com 801-531-4535
. . . Claire Simeone Stern, Public Information Officer . .
Sky Harbor International Airport, Phoenix AZ City of Phoenix Auation Department Claire. Stern@phoenix.gov 602-683-3804
St. Louis Lamber International Airport Mike Bernich, Fleet Manager mabernich@flystl.com 314-5515322
The Fort Lepnard Woud. [FLW} U'S'_ Army MO Gordon Whorton, FLW Motor Transport Officer Gordon.J whorton@us. army. mil 573 596 0130 ext 64535
base in Waynesville, Missouri
Carneige Mellon University Elarbara. l.(.\ﬂz_Enernmental qurdlnator bk11@andrew.cmu.edu 412 268 7858
Facilities Management Senices
Las Vegas Water District NV James Morwood, Fleet Services Manager James Morwood@lvwwd.com 702-259-8103, 702-249-2495 (cell)
Deer Walley School District, Phoenix AZ Mike Maorrissey Mike Marrissey <Mike Morrissey@dvusd.org> 602 467 5060
St. Johns Public Schoaol District M Wayne Hettler, Director of Transportation Hettler_w(@stjohns. edzone.net 989-227-5333
Clark County School District Nevada Frank Giordano, director of vehicle maintenance, fegiordano@interact.ccds.net 702-799-6890 ext 5004
Scott Castleberry, fleet Maintenance manager scastleberry@interact. cc.net 702-799-6890 ext 53045
Medford Township Board of Education New Jersy  Joe Biluclk, Director of Operations and Technology Joseph Biluck <jbiluck@medford k12.nj.us= 609-953-6841 ext. 1607
Hardin County School District, KY Kentucky John, Director of Transportation Tracey stranahan@hardin kyschools.us 270-769-8800
Kenton County Schools, KY Kentucky Gerald Turner, Director of Transportation Gerald Turner@kenton.kyschools.us 859-356-5164
Arlington County, VA VA John Marrill, Energy Manager, Arlington Couty John Morrill <Jmorrill@arlingtonva.us= 703-226-4426
Department of Environmental Sewvices
Partland City OR John Hunt, City Fleet Manager jhunt@ci.portland.or.us 503-823-4302
Hennepin County, MN MM Mike Judkins, Fleet Manager michael.judkins@co.hennepin.mn.us 612-596-0272
Hoover Municipal Government Alabama David Lindon, Fleet Management Director "Lindon, Dave" <lindond@ci_hoover.al.us>
New York CIWR[;?:::J;:M of Park and MY Keith Kerman, Mahanth Joishy Kerman, Keith <Keith.Kerman@parks.nyc.gov= 212-360-8223
Arizona Department of Transportation AZ Dennis Halachoff, Fleet Management Manager Dennis Halachoff <DHalachoff@azdot.gov= 602-712-7284
Missouri Department of Transportation MO Jeannie Wilson, Fleet Manager jeannie.wilson@modat.mo.gov 573-526-1199
New York City DOT MY Mark Simaon msimon@dot.nyc_gov 212-487-6818
Kansas DOT KS Peter Carttar cattar@ksdot.org T85-296-7184
Oregon DOT OR Forrest Gitt. Supply Operations GITT Forrest O <Forrest.0.GITT@odot state or us> £03-986-2736
Support Senvices Supenvisor
Mew Jersy DOT MJ Satish Balh satish.bahl@dot state nj.us 609-530-2204
North Carolina DOT NC Drew Harbinson, Equipment Director "Harbinson, Drew" <dharbinson@ncdat.gov= 919-733-8000
Washington DOT WA Greg Hansen, Transportation Equipment Manager hanseng@wsdot.wa gov 360-705-7862, 360-480-2124(cell)
Maryland DOT Marylang -8V Thomas. F'EOELL“:;TEEE“ Department of lthomas 3@mdot state md us 410-865-1139
lllinoise DOT Tim Peters, Equipment Engineer tim.peters @illinois.gov 217-782-8419
Cedar-Rapids Transit lowa 1A Dennis Hogan Fleet Manager, Fleet Senices D Hogan@Cedar-Rapids or 319-538-1065
Valley Metro Transit (Phoenix) AZ David Hyink, Program Supemvisor Dhyink@Valleymetro.org 480-287-5983
King County Metro Transit (Seattle) WA Jim Boon, Wehicle Maintenance Manager Jim.Boon@kingcounty. gov 206-684-1498, 206-947-0297 (cell)
Southwest Ohio Metro Transit OH Donald Devore Ddvoref@go-metro.com 523-632-7612
Blue Sky Shipping CA Charles Whitwam, Company Owner info@blueskyshipping.com 415-485-6767
Georgia Power GA Anthony G Saxon, Fleet Materials Supenvisor Saxon. Tony G. (Fleet Senvices) <AGSAXOMN@southernco.com= 404-608-5629, 678-371-9650 (cell)

Alcoa

Susan W. Leuthauser, susan.leuthauser@alcoa.com

563-459-2459, 563-271-1760 (cell)




Appendix C —Biodiesel Refueling Stations in Califania
Blend

Name

Baker Commodities, Inc.

Bay Area Diablo Petroleum

BioFuel Oasis

Eel River Fuels, Inc

Eel River Fuels, Inc

Golden Gate Petroleum

ITL, Inc.

Imperial Western Products

McCormix Corporation

McCormix Corporation

Mountain Feed and Farm
Supply

Pacific Biofuel

Renner Petroleum/World
Energy

RTC Fuels, LLC

San Francisco Petroleum

Solar Living Institute

T.W. Brown Oil

The Biofuel Station

Toro Petroleum Corp

Ventura Harbor Marine Fuel,
Inc.

Western States Oil

Weststart

World Energy Alternatives
LLC

Yokayo Biofuels

Location

4020 Bandini Boulevard
Los Angeles, CA 90023

3575 Pacheco Blvd Martinez,

CA 94553

2465 - 4th St.
Berkeley, CA 94710

220 East Highway 20
Upper Lake, CA 95485

3371 North State Street
Ukiah, CA 95482

421 J Street
Arcata, CA 95521

8330 Atlantic Ave
Cudahy, CA 90201

PO Box 1765
Indio, CA 92202

22 N. Calle Ceasar Chavez,
Santa Barbara, CA 93117

55 Depot Rd.
Goleta, CA 92117

9550 Highway 9
Ben Lomond, CA 95005

1601 Jarvis Rd
Santa Cruz, CA 95065

76 Bear Canyon Rd.
Garberville, CA 95542

4067 El Cajon Blvd.
San Diego, CA 92105

4290 Santa Rosa Ave
Santa Rosa, CA 95407

13771 South Hwy 101
Hopland, CA 95449

1457 Fleet Ave.
Ventura, CA 93003

44440 Highway 101
Laytonville, CA 95454

2109 Fremont St
Monterey, CA 93940

1449 Spinnaker Dr.
Ventura, CA 93001

1790 S. 10th
San Jose, CA 95112

48 South Chester Ave
Pasadena, CA 91106

408 Broad Ste 11B
Nevada City, CA 95959
150 Perry Street

Ukiah, CA 95482
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Contact Phone
323-268-

Fred Wellons 2801
925-372-

Jack Bene 5406
Gretchen 510-665-

Zimmerman 5509
707-275-

Woody 2045
Ken Foster/  707-462-

Al Banta 5554
Patrick 707-826-

Okeefe 9268
. 323-562-

Mike Rohrer 3230
760-398-

Bob Clark 0815
805-963-

Ken Olsen 9366
805-963-

Ken Olsen 9366
Jorah 831-336-

Roussopoulos 8876
. 831-459-

Ray Newkirk 6774
707-443-

1645
Mike 619-521-

McCallen 2469
. 707-586-

Rod Martin 2765
707-744-

2017
Ted Brown, 805-339-

Sr. 2355
Kimber or 707-984-

Eric 6818
. 831-424-

James Hill 1691
805-644-

4046
626-744-

Susan Romeo 5686
Graham 530-478-

Noyes 9196
Kumar 877-806-

Plocher 0900

B100

B99

B99

B99

B20

B20

B20,
B100

B20

B100

B20

B20

B100

B100

B20,
B99

B100

B100

B100

B100

Notes

biodiesel plants
Any Blend. Open 7-4
M-F.

Sun, Tue, Thur. 4-
8pm, Fri & Sat 10-

7 Days a week;
cash/credit

2477, All Major Credir
Cards

Credit/Cash & Open
Mon-Sun 6am -9pm

Premium B20 at the
pump — cash/credit

6am - 5pm

24 hours a day

Mon.-Sat. 9-6 Sun. 10-
2

Retail purchasers must
call ahead

public/no restrictions

M-F 8:30 - 5:30/
Sat/Sun 10-5

M-F 9-5

public

open 9-5 M-F; cash or
credit card

M-F 9-5; Cash, Check,
MC/Visa



